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AERONAUTICAL SYMBOLS 
1. FUNDAMENTAL AND DERIVED UNITS 
Metric English 
Symbol 
Unit Symbol Unit Symbol 
~ngth-- - --- - l 
t 
F 
meter _____________ __ __ _ m 
s 
kg 
foot (or mile) ________ _ ft. (or mi.) 
sec. (or hr.) 
lb. 
lune ________ _ second ________________ _ second (or hour) ______ _ 
Force __ __ __ _ _ weigh~ of one kUogram ___ _ weight of one pound ___ _ 
PoweL_______ P kg/m/s ______ _____________________ horsepower __________ _ 
S d {km/h_______ ___________ k. p. h . mi./hr. ______________ _ hp 
pee -- - --- -- -- ------- - m/s_________ ___________ m. p. s. ft./sec. ______________ _ m . p. h. f . p. s. 
2. GENEHAL SYMBOLS, ETC. 
W, Weight=mg 
g, Standard acceleration of gravity = 9.80665 
m/s2 =32.1740 ft./sec. 2 
m, Mass = W g 
p, D ensity (mass per unit volume) . 
Standard density of dry air, 0.12497 (kg-m-4 
S2) at 15° C. and 750 mm=0.002378 
(lb.-ft.-4 sec.2) . 
Specific weight of II standard" air, 1.2255 
kg/m3=0.07651Ib./ft.3. 
mk2, Moment of 
radius of 
script). 
Area. 
inertia (indicate axis of the 
gyration k, by proper sub-
s, 
S1o' 
G, 
Wing area, etc. 
Gap . 
Span. 
Chord. 
b, 
C, 
b2 S' Aspc('t, ratio. 
/1-, oefficient of vi cosity. 
3. AERODYNAMICAL SYMBOLS 
V , True air speed. 
1 q, Dynamic (or impact) pressure =2pF2. 
L, Lift, absolute coefficient OL= :s 
D, Drag, absolute coefficient OD=::S 
Do, Profile drag, absolute coefficient ODO=~S 
D j , Induced drag, absolute coefficient ODt=D/ q 
Dp , Parasite drag, absolu to coefficient (JD p = ~S 
Q, Resultant 1,lOment. 
n, Resultant angular velocity. 
Vl 
p-' Reynolds lJumber, where l is a linear 
Jl. 
dimension. 
e. g., for a model airfoil -3 in. chord, 100 
mi./hl'. normal pressure, at 15° C., the 
correspondul"" number is 234,000; 
or for a model of 10 cm chord 40 mis, 
the corre poneling number is 274,000. 
Center of pres ure coefficient (ratio of 
distance of c. p. from leading edge to 
chord lengt.h). 
n, Cross-wind force, absolute coefficient a, Angle of attack. 
Angle of downwush. o 
€, OC=qS 
R, R esultant force. 
aD, Angle of attack, infinite aspect ratio. 
at, 
'/,10, Angle of setting of wrngs (relatiye to aD, 
thrust line). 
Angle of stabilizer setting (relative to 'Y 
thrust line) . 
Angle of attack, induced. 
Angle of attack, absolute. 
(Measured from zero lift position. ) 
Flight path angle. 
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PREFACE 
During the last few years there has been a decided 
increase in the number of organizations working on the 
development of the compression-ignition engine for 
aU'craft service. The advantages of the compression-
ignition engine are threefold: It operates at a high-
compression ratio, from 11 : 1 to 16 : 1, which results 
in a higher cycle efficiency and consequently a lower 
fuel consumption than the carburetor engine with a 
compression radio of 5: 1 to 7 : 1; radio interference 
caused by an electrical ignition system is eliminated 
without shielding; the fire hazard is considerably 
lessened, because of the low volatility of the fuel. 
There are two disadvantages to the compression-
ignition engine: Because of the high cylinder pres-
sures the parts of the engine are more highly stressed 
than in the carburetor engine; the allowable t ime for 
the injection and its mixture with the air in the com-
bustion chamber is extremely short, so that it is 
difficult to obtain a high combustion efficiency. 
One of the important problems in the design of a 
high-speed compression-ignition engine suitable for 
aU'craft service is the design of the fuel injection 
system. There has been considerahle work done both 
here and abroad to determine the operating char-
acteristics of several types of systems. Until the 
latter part of 1929, however, there was little material 
available on the theory of fuel injection systems. 
Since then Doctor Sass has published material on the 
adaptation of the Allievi theory of water hammer to 
fuel inj ec tion pumps for compression-ignition engines. 
Before the publication of Doctor Sass's work, a series of 
tests had been made at the Langley Memorial Aeronau-
tical Laboratory in which the instantaneous discharge 
pressures from a fucI injection pump were measured. 
With the data obtained in these tests and the theory 
presented by Doctor Sass, as well as additional analy-
ses, it was thought advisable to write a report incor-
porating this material for use in the design of injection 
systems for high-speed compression-ignition engines. 
In presenting this material in such a manner that it 
can be used in actual design, the author has attempted 
to give the mathematical analyses in such a way that 
they will be readily understood. Numerical examples 
are presented in considerable detail and emphasis is 
laid on the necessity of having all equations satisfied 
dimensionally. Although at times it may seem as 
though too much detail is included, the author felt 
that it was better to present some material that may 
seem obvious than to shorten the work so that the 
derivations could not be easily followed. 
3 
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SUMMARY 
Formulas are del·ived for computing the instantaneous 
pressures delivered by a juel pump. The first derivation 
considers the compressibility oj the juel and the second, 
the compressibility, elasticity, and inertia oj the juel. 
The second derivation jollows that given by Sas ; it is 
shown to be the more accurate of the two. Additional 
formulas are given jor determining the resistance losses 
in the injection tube. Experimental data are presented 
in support oj the analyses . The report is concluded with 
an application oj the theory to the design of juel pump 
injection systems for which ample calculations are 
included. 
I NTRODUCTION 
With the introduction of the high-speed compre ion-
ignition engine, it became necessary to devise a method 
for injecting minute quantities of liquid fuel into the 
combustion chamber of the engine in extremely short 
time interval. For slow-speed engine the mechani-
caIly operated injection valve had proved itself to be 
ati factory. However, controlling the amount of fuel 
inj ected by the lift of a mechanically operated injection 
valve did not prove atisfactory for the higher speeds 
and the smaller fuel quantities required for automotive 
and aircraft engines, because of the difficulty of keeping 
the lift adjusted properly while in operation. Conse-
quently, investigations were made to determine the 
possibility of accurately controlling the timing of 
injection and the quantity of fuel injected by means of 
It eli placement pump. It was found that such pumps 
provided an llccurate method of injecting the mall fuel 
q lIan ti ties req urred. 
The use of direct injection from the fuel plllnp for 
automotive compression-ignition engines ha teadily 
gained in favor, particularly in Germany, and at 
present the use of a common-rail injection system, 
with a mechanically operated injection valve, i rare 
for engine speeds of over 1,000 r. p. m. Of the 
aeronautical compression-ignition engines that have 
been successfully flight tested, the Packard, the Junk-
ers, the Clerget, and the Fiat all use direct pump 
injection. 
The different types of fuel pumps that have been 
employed are numerous. They have been described 
by several writers (references 1, 2, 3, and 4) according 
to the mechanical details of the pumps and the methods 
of regulating the fuel quantity delivered. The pumps 
can, in general, be divided into two clas es: pump in 
which the fuel quantity delivered is controlled by the 
stroke of the pump, and pumps in which the fuel 
quantity delivered is controlled by valves which by-
po, s the fuel for a certain part of the stroke. In the 
first cia s can be mentioned the Dorner system, as 
u ed on the Packard Aircraft Diesel (reference 5), and 
the fotorenfabrik D euiz pump (reference 4). Ex-
ample of the econd cla are the Bosch pump (refer-
ence 1), the . A. C. A. single-cylinder pump (refer-
ence 6), and the Linke-Hofmann-Busch-Werke pump 
(reference 4). With pumps of the first cia either a 
.lever arm of variable length, as i used on the Dorner 
pump, or a bevel flank cam, as is used on the Motoren-
fabrik D eutz pump, may be employed. With the 
constant-stroke pump the by-pa valves may be port 
valves a employed on the Bosch pump, poppet 
valves a employed on the . A. C. A. single-cylinder 
I 
Paump, or a combination of a poppet and a needle valve 
employed on the Linke-Hofmann-Bn ch-Werke 
pump. 
Two other type of pumps might be mentioned: 
pumps in which the fuel quantity delivered is con-
trolled by a valve which by-passes part of the fuel 
during the injection troke; and pumps in which the 
fuel quantity delivered is controlled by limiting the 
fuel drawn into the pump on the nction iroke. The 
former can be cla ed with the yariable-strokc pumps 
and the latter with the constant-stroke pumps. 
The con truction of fuel injection pump has been 
perfected to a high degree. Machining methods have 
progre sed 0 that the pumps can be made reliable and 
turdy at a cost that i not prohibitive. Too little 
attention has been paid, however, to the hydraulics of 
the sy tem. Although it i known that pumps will 
meter minute quantitie of fuel accurately, the manner 
in which the fuel is injected has been very much open 
to question. nfortunately, there has not been suffi-
cient experimental work done on the effect of the rate 
of fuel injection on engine performance to allow defi-
nite rules to be formed as to the rates of inj ection to be 
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employed. Ricardo (reference 7) has stated that the 
rate of combustion can be controlled by the r ate of 
injection after combustion has been started. eu-
mann (reference 8) has made computations of the 
theoretical cycle efficiencies which should be obtained 
for various rates of fuel combustion. Wild (reference 
1) has stated that for efficient combustion the fuel mu t 
be injected at an increasing velocity, so that, as injec-
tion proceed, the unburned fuel entering the combu -
tion chamber will penetrate through the bUTned gases 
into fresh air. However, Rheim (reference 9) and 
Schweitzer (reference 10) have both hown that the 
maximum penetration of the fuel spray is independent 
of the rate at which it leaves the nozzle, although as 
shown by Miller and Beard ley (reference 11 ) and 
Gelalles (reference 12), the rate of penetration for the 
first 0.002 or 0.003 second is affected by the rate at 
which the fuel leaves the nozzle. If the injection 
system is to be designed so that the rate of injection is 
controlled by the fuel pump, it is necessary to deter-
mine the effect of the rate of displacement of the fuel-
pump plunger on the rate of fuel di charge from the 
discharge orifice. In such a determination there are 
several factors that must be taken into consideration. 
The most important of these are the compressibility, 
the elasticity, the inertia of the fuel column between 
the pump plunger and the discharge orifice, and the 
resistance to fuel flow through the injection sy tem. 
Because of these factors, the fuel quantity discharged 
is generally less than the fuel quantity di placed at the 
fuel pump, even though the volumetric efficiency of 
the pump may be as high as 100 per cent. The resist-
ance to flow can be made negligible by the use of flow 
passages of the correct internal diameter. The other 
factors mentioned must be considered in the desig of 
the fuel pump and the injection valve. They do ot 
constitute any disadvantage to the injection of the 
fuel once their effect is known and compensated for. 
To design correctly a fuel-pump inj ction system 
that will inject the fuel according to a predetermined 
method, it is necessary to study the hydraulics of the 
injection system from the pump plunger to the dis-
charge orifice. There are sufficient data on hydraulics 
available to permit an analysis to be made that will 
lead to certain principles to be used in pump design. 
It is the pUTpose of this report to present such an 
analysis based on the available data and formulas of 
hydraulics, as applied to fuel-pump injection systems, 
and to present experimental data to show how closely 
the analysis corresponds to actual pump operation. 
The research was conducted at the Langley Me-
morial Aeronautical Laboratory, Langley Field, Va . 
ANALYSIS 
The instantaneous pressures p at the discharge 
orifice of a fuel injection system operated by a dis-
placement pump are, at any pump angle 8, controlled 
by: 
V-Velocity of the pump plunger at the angle 
8, in units of length per degree of pump 
rotation. 
A-Area of the pump plunger. 
n-Pump speed, r. p. m. 
T-Cross-sectional area of inj ection tube. 
L-Length of the injection tube. 
'Y-Density of the fuel oil. 
M-Viscosity of the fuel at the pressure p. 
E-Bulk modulus of the fuel. 
Ro-Total volume between the pump plunger 
and the discharge orifice at the angle O. 
a-Area of discharge orifice or area of sum of 
discharge orifices if a multiorifice nozzle 
is used. 
c-Coefficient of discharge of discharge orifice 
or orifices. 
pi-Opening pressUTe of injection valve. 
Pk-PressUTe maintained in the injection tube 
between succes ive inj ections. 
There are two methods of computing the in tanta-
neous preSSUTes at the discharge orifice from these 
variables. The first is to consider the fuel as compres-
sible but to neglect pressure waves that occur in the 
system because of the compressibility of the fuel; that 
is, to assume that all pressures are transmitted instan-
taneously throughout the injection system. The 
method is applicable when the pressure-wave energy 
is small; that is, for low fuel velocities through the 
inj ection tube. The second method considers the 
preSSUTe-wave energy, and is based on Allievi's theory 
of water hammer as adapted by Sass to the design of 
fuel injection systems for compression-ignition engines. 
(Reference 13.) The second method is the more accu-
rate. The first is the simpler, but can be used only 
under the above conditions. 
(a) ANALYSIS CO SIDERING COMPRESSIBILITY BUT NEGLECTI G 
PRESSURE W AVES 
The maximum presSUTe pm which a fuel injection 
pump can deliver for a given pump-plunger velocity 
V is obtained by equating the rate of displacement at 
the fuel pump to the rate of discharge through the 
discharge orifice. 
6An V = ac-J2~m (1) 
in which p is equal to 'Ylg. The velocity Vis multiplied 
by 6n because the velocity in units of distance traversed 
per second is equal to 6n times the velocity in units 
of distance traversed per degree of pump rotation. 
Solving for pm 
(2) 
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It is seen that the maximum pressure at any given 
pump angle varies directly as the square of pump-
plunger speed at that angle, and inversely as the 
fourth power of the discharge-orifice diameter. 
When pump injection is used for variable-speed engine 
operation, this variation of pm with pump speed is an 
important factor. With a closed nozzle the injection-
valve stem will remain lifted during the whole injection 
period at and above the speed which gives values of Pm 
for the injection period equal to or greater than Pi a' fa". 
Here a' is the area of the injection valve stem expo ed 
to the hydraulic pressure when the injection valve is 
closed, and a" the area exposed to the hydraulic pres-
sure when the valve is opened. At speeds below this 
the valve stem will oscillate, opening and closing the 
injection valve, unless there is sufficient volume of 
fuel under pressure to maintain the value of Pi a' fa" 
due to the fluid compression. 
The effect of engine speed on the instantaneous 
pressures which appeal' in both methods of computa-
tion, as will be seen later, presents one of the most 
serious difficulties in fuel-pump operation. Since the 
pressures vary with speed, the rate of fuel injection 
must also vary with speed. Consequently, the dis-
tance traversed by the fuel in the combustion cham-
ber of the engine during the time available for com-
bustion (reference 12) varies with the engine speed. 
Furthermore, according to the work of Triebnigg 
(reference 14), Woltjen (reference 15), Kuehn (refer-
ence 16), and Sass (reference 17), the atomization of 
the fuel spray varies with the injection pressure. It 
is seen, therefore, that with fuel-pump inj ection 
systems, the ·rate of penetration and the atomization 
of the fuel spray vary with engine speed. As a result, 
it can not be e}':pected that the combustion character-
istics will be the same at all speeds. This variation 
can be compensated for to a certain extent by the 
use of a variable rate-of-lift cam in the fuel pump, 
and by so designing the pump that the low rate-of-lift 
portion is used for high speeds and the high rate-of-lift 
portion for the low speeds, in which the rate of lift is 
considered with respect to pump degrees. 
The maximum pressures given in equation (2) are 
seldom realized in operation because of the resistance to 
flow through the injection system, the inertia of the fuel, 
and the compressibility of the fuel. Consequently, 
the instantaneous pressures at any given pump angle 
vary as some power of the speed less than the square. 
The effect of the compressibility of the fuel can be 
treltted in the following manner. 
When the by-pass valve of the injection pump closes, 
or, if no by-pass valve is used, when the pump plunO'er 
starts its stroke, the displacement of the pump plunger 
starts to compress the fuel between the pump plunger 
and the discharge orifice, and, if an open nozzle i 
used, starts to discharge the fuel. If a closed nozzle is 
used, no discharge takes place until the fuel pressure 
is raised to the inj ection valve opening pressure. If 
the injection valve opening pressure is less than Pm, 
.the pressure in the injection tubes continues to rise 
while discharge is taking place. If it be assumed that 
all pressures are transmitted instantaneously through-
out the injection system and that the resistance to 
flow in the injection tube is neglible, the rate at which 
the fuel is displaced at the pump will be equal to the 
rate at which it is discharged at the inj ection valve 
plus the rate at which the fuel between the pump 
plunger and the injection valve is compressed. The 
rate at which the fuel is displaced at the pump plunger 
is given by the left-hand member of equation (1) . 
The rate at which the fuel is discharged from the 
injection valve is given by the right-hand member of 
equation (1), in which Pm now becomes p. The rate 
at which the fuel is compressed is equal to the rate of 
change of pressure 6n ~~, divided by the bulk modulus 
of the fuel, multiplied by the volume of fuel between 
the pump plunger and the discharge orifice at the 
angle (). Therefore, 
~2P dpR o 6AnV = ac - + 6n--p d{) E (3) 
Any system of units can be used in equation (3) 
provided that each unit chosen is used consistently 
throughout. For instance, assume that the units are 
pounds, inches, and seconds. Then, remembering that 
6n has the units of degree per second, 
d - I ' 2 ' d - 1-'! ~ +d _I ~ _ 0_,_ ~Ib. io.-' lb ' , i ' ego sec. 10. 10 . ego -10. ego sec. deg lb' _, in. Bec.-' . . m. 
in.a sec.- 1=in.3 soc.-I+ in . ~ 80(',-1, 
It is seen that the unit of the left-hand member of 
the equation are identical with the units of the right-
hand member, so that equation is sati fied dimension-
ally. Equation (3) is the general pump equation, 
neglecting pressure-wave phenomena, which expresses 
the instantaneous pressures at the discharge orifice in 
terms of the dimensions of the injection system and 
the physical properties of the fuel. 
If the value of V in equation (3) is constant, that i , 
if the fuel pump has a constant-velocity plungel 
. motion, equation (3) can be integrated to 
~Io (R-Al16 ) _.E. ( /'§._ /'P.,; ) +6AnvP XIO (6Anv-ae-J~ ) (4) 6AnV g R ae -V P -V p a'e' g 6A V -J2P1 n -ac -
p 
in which R is the total fuel volume at the start of 
injection, and is measured relative to the start of 
injection. The term R- AV{) represents the volume 
at any angle (). The logarithms are with respect to 
the natural base e. The value of p is considered to be 
constant. The error introduced by this assumption 
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is negligible. The value of the constant of integra-
tion in equation (4) is obtained by letting P=pi when 
0= 0. As 0 is increased, the values of p approach the 
value of pm, equation (2), as a limit. Consequently, 
it can be concluded that with a constant-velocity 
pump plunger varying instantaneous pressures can be 
obtained at the discharge orifice of the fuel-inj ection 
valve. 
If the velocity of the pump plunger is a function of 
the pump angle 0, the integration of equation (3) is 
not so simple. A sufficiently accurate solution can 
be obtained by substi tuting for ~~ the expression 
(Pb- Pa) / (Ob- Oa). The angles Ob and Oa are taken close 
enough together so that the error introduced by the 
approximation is small . Equation (3) now becomes 
6AnV= ~c /2Pb + 6nPb-PaRo 
-V p Ob- Oa E (5) 
In solving equation (5) the iilltial value of Pa is t aken 
as the inj ection valve opening pressure Pi . The value 
of Pb is obtained either by substituting trial values of 
Pb until the equation is satisfied, or by solving the 
equation as a quadratic in ,!Pb. 
Equation (7) can be used when the rate of change of 
the pump plunger velocity is small. When the value 
of R remains virtually constant, that is, when the 
volume of fuel in the injection tube is considerably 
greater than the total volume displaced by the fuel 
pump during injection, the use of equations (6) or (7) 
is recommended, since all the terms in the right-hand 
members can be considered constant except Pa and V. 
When the volume of fuel in the injection tube is not 
considerably greater than the volume displaced by 
the fuel pump, the solution by trial values of Pb is 
recommended. 
If no check valve is employed between the pump and 
injection valve, the discharge stops with the opening 
of the cut-off valve or with the end of the pump stroke 
when a variable-stroke pump is used. Under these 
conditions the total fuel discharged IS given by the 
equation 
Q-Q _PZ-Pl R 
- D E 2 (8) 
in which QD is the fuel quantity displaced by the pump, 
P2 is the pressure at the end of inj ection, and R2 the 
total volume of fuel under compression at the end of 
injection. Equation (8) shows that the total fuel 
quantity displaced may be considerably greater than 
the total fuel quantity discharged, even though the 
volumetric efficiency of the pump is 100 per cent. 
When a check valve is used, some of the fuel under 
pressure in the inj ection tube may be trapped, so that 
discharge continues after cut-off at the pump. The 
research on the common-rail system (reference 18) 
showed that, under certain conditions the rate of pres-
sure drop in the inj ection tube when cut-off occurs may 
be even more rapid than the closing of the injection 
valve. Consequently, it can not be expected that a 
check valve will close so rapidly when cut-off occurs 
that the fuel in the injection line will continue to dis-
charge through the discharge orifice until the injection 
valve closing pressure is reached. However, the maxi-
mum time during which dischal'ge can take plac after 
cut-off occurs can be obtained by assuming that the 
check valve closes instantaneously. In this case the 
discharge through the orifice after cut-off is at every 
instant equal to the rate of decompression of the fuel 
in the inj ection tube, 
(9) 
(10) 
in which P3 is the pressure in the inj ection tube at the 
instant cut-off occurs, and P is the instantaneous pres-
sure t seconds after cut-off. Solving equation (1 0) for P 
[
j- tEac J2 P= -VP3---R2 2p 
(b) ANALYSIS CONSIDERING PRESSURE WAVES 
(11 ) 
Equations (6) and (11 ) are based on consideration of 
the static pressure phenomena in the fuel injection sys-
tem. While the compressibility of the li quid fuel has 
been considered, the effects of the elasticity and inerti a 
of the fuel have b een omitted. Consequently, the 
equations fan when the effect of inertia and elasticity 
becomes appreciable. The phenomenon is now the 
same as that discussed by Allievi (reference 19) in his 
treatment of the flow of water under high pressure. 
Sass (reference 13) has adapted the Allievi theory to 
fuel pumps. Although at first the mathematics in-
volved may seem complicated, a study of it shows 
that they are comparatively simple, and that the 
method is easily adapted to actual working conditions. 
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Following the method employed by Ailievi, Sass 
shows that the differential equations representing the 
conditions in the fuel injection system (fig. 1) are : 
~ 
l A - ! 
av 1 ap 
ot = - p ox 
ov _ 1 op 
Ox - - pS2 ()t 
r-~-> 
~ 
/,'. 
, 
"T 
1<-1. _v,-.:.,:..:.P_' ___ L 
2 
:_v, ; p, !~ f---
v · -;---:?~~" 
FIGURE I.-Fuel pump for explanation of Sass's method 
(12) 
B 
( 
in which v is the velocity of the fuel at any time t and 
at any point x in the injection system between the 
pump plunger and discharge orifice, measured from the 
pump plunger; p is, as before, the density of the fuel 
divided by g; and s is the velocity of pressure waves in 
the system and is equal.to -J¥' 
The differential equations (12) are satisfied by the 
particular integral (see reference 13 for proof) . 
p = p" + F(t - ~ )) 
v=v.t + ~F(t-~) ps s 
wherein F is a function having the dimensions of 
pressure, ML-2, determined by the boundary condi-
tions and acting in the direction from the pump 
plunger towards the discharge orifice. As is shown 
later, F represents the pressure wave originating at 
the pump plunger, owing to the motion of the plunger. 
The argument of the function t- xis indicates that 
the pressure wave F reaches the point x in xis seconds 
after the wave originated at the plunger. The quan-
tities Pk and v" represent the pressme and velocity in 
the system before the start of the injection. Conse-
quently, Vk is equal to zero. When a check valve is 
llsed between the pump plunger and the injection 
tube, or when a high primary pressure is used to feed 
the injection pump, p" has a value greater than zero. 
In fact, as will be shown later, it often exceeds 
F(t- xis). If the injection valve is so constructed that 
the distmbing pressure wave F is completely expended 
in forcing the fuel through the discharge orifice, the 
disturbance is completely determined by means of 
equations (13). In general, however, this is not the 
case, and a partial reflection of the wave F takes place 
I The term F(/-x/S) is read F of (/-x/s). It represents a quantity dependent on 
the conditions at the (uel pumpx/s seconds earlier than the time under consideration 
63287-31-2 
at the discharge orifice, so that the re.flected portion 
of F runs back from the discharge orifice toward the 
pump plunger. The function denomination of this 
reflected wave will be designated - W. The negative 
sign is used for W since it contains within itself the 
correct algebraic sign. This back-rushing wave on 
reaching the pump plunger is re.flected again, and 
traverses the tube toward the discharge orifice. In 
general, there is a series of re.flecting waves in the 
inj ection system caused by the partial re.flection or, in 
some .cases, the complete reGection of each successive 
wave at the discharge orifice. The form of all th·e 
waves is the same, and they differ only in amplitude. 
The phenomena consist, therefore, of two series of 
waves, one traversing the system from the injection 
pump to the discharge orifice, and the other traversing 
the system from the discharge orifice to the pump. 
The series do not interfere with each other, conse-
quently the total pressure at any point in the injection 
system is the algebraic sum of the instantaneous 
pressures at that point. 
Sass designates the symbol of the back-rushing 
wave as - W(t +;} since the wave reaches the point 
x in xis seconds before it reaches the pump where x = o. 
Throughout his treatment, all the symbols of the 
waves are represented as the time interval between 
the wave passing the point x and reaching the pump 
plunger. Consequently, all waves in the positive 
direction of x have the symbol t + xis and all waves in 
the negative direction have the symbol t + xis. With 
this system of nota tion all waves are considered as 
originating at the last reflecting surface. If all waves 
are considered as originating at the pump plunger, 
(L-x) (TJ+ 1)L-x the symbol becomes t- TJLjs - -- or t - -'-'--'---
s s 
for waves traveling in the negative direction, and 
L x TJL + x f t li . h t- TJ --- or t--- or waves rave ng m t e 
s s 
positive direction, where TJ represents the number of 
reflections of the wave, and also designates the time at 
which the wave originated at the pump plunger, and 
L is the distance between the pump plunger and the 
discharge orifice. 
The general integral of equation (12) can now be 
written, according to Sass's notati,on 
PZ=Pk+F( t -~)-w( t +~)+ u( t -~) 
-F(t+~}etc. 
Vz = is[ F ( t - ~) + W ( t + ~) + U ( t - ~) 
+ v( t +~} etc.] 
(14) 
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or using the author's notation 
Px=Pk+F(t-~)-W(t _2L;X) 
+ u (t -2LS+X) _ V (t _ 4L; X} etc. 
(15) 
Oonsider the injection system shown in Figure l. 
Let the pressures and velocities at the tube entrance be 
designated by the subscript 1, and those at the dis-
charge orifice, by the subscript 2. Let the velocity of 
the pump plunger be represented by Va. All velocities 
are considered with respect to time, and not pump 
degrees. For convenience consider the injection proc-
ess divided into time intervals equal to L/s - the 
time required for a pressure wave to traverse the injec-
Lion tube. Oonsider also that the injection process is 
divided into phases such that: 
Phase I from t =O to t = L /s. 
Phase II from t = L /s to t = 2L/s . 
Phase III from t=2L/s to t = 3L/s, etc. 
In equation (15) the phase under consideration when 
x is equal to L is represented by the greatest value of 
7] + 1. As the equation is written, the greatest value 
of 7] + 1 is 4. Oonsequently, the equation represents 
the conditions in the fourth phase. The F term 
represents the wave originating at the pump plunger 
at t- L /s seconds. The W term is the reflected portion 
f h ... 2L - x d b f h' o t e wave ongmatmg - secon s e ore t e tIme 
s 
under consideration; it is, 'consequently, the reflected 
portion of F (t - 2L/s) . The U term represents the 
.. . 3L - x d b f b' d wave ongmatmg - secon s e ore t e tIme un I' 
s 
consideration. It is the reflected portion of F (t - 3Ljs), 
and bas, consequently, reached the pump plunger 
and is starting back toward the discharge orifice. 
The V term represents the reflected portion of the 
.. . 4L-x d b f h' d wave ongmatmg - secon s e ore t e tIme un er 
s 
consideration. Tbis wave, since its origin, has ira -
ersed the tube from the pump plunger to the discharge 
orifice, has been partially reflected traversing the tube 
back again to the pump plunger, where the partially 
reflected wave has been wholly reflected, and traversed 
the tube again to the discharge orifice, where a second 
partial reflection bas taken place; and the second parti-
ally reflected wave has started back again toward the 
pump plunger and reached the point x. It is seen that 
the total number of reflections that any wave has 
experienced at the time under consideration is r epre-
sented by the number 7] for that particular wave. 
The total time since the start of injection is represented 
in equation (15) by setting the last symbol equal to 
zero and solving for t, or in this particular case 
4L-x 
t=--
s 
The disturbance talcing place during the first phase, 
that is, from the beginning of the injection at the fuel 
pump until the arrival of the initial wave at the dis-
charge orifice, is expressed by equations (13) in which 
vk=9· 
I. 
1. (16) 
in which the Roman numerals indicate the phase 
under consideration. Following Sass's treatment, con-
sider the conditions at the pump plunger where x=o. 
1. 
I. PI = ~k + F(t)j 
VI =- F(t) 
ps 
(17) 
The fuel in the immediate vicinity of the pump 
plunger must move witb the velocity of the pump 
plunger Vo, and at the entrance to the injection tube 
the velocity is equal to Vo multiplied by the ratio of 
the pump plunger area A to the injection tube area T. 
VI =Vo A/T 
For the first period, therefore 
1. 
1 A 
VI = - F (t) = V -ps 0 T 
A F (t) = pS VI = pS Vo T 
(1 ) 
(19) 
(20) 
From the pump speed and from the shape of the pump 
cam Vo, VI, and consequently, F (t) can be determined 
for all phases of the injection period. It is seen that 
F is a continuous function extending through the 
whole injection period. 
The primary wave reaching the discharge orifice is 
also determined from equations (13) in which x is 
equal to L. 
1. 
I . (21 ) 
The value of the function F(t- L /s) is identical with 
the function F(t) = SPVJ except tbat it occurs Lis seconds 
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later than F(t), the time Lis seconds representing the 
interval required for the wave to traverse the distance 
L between the pump plunger and the discharge orifice. 
Equations (21) may now be written 
I. 
I. (22) 
It is seen that the pressure at any point in the system 
during the first phase is equal to the initial pressme in 
the tube plus the wave energy from the motion of the 
pump plunger. Since SpVI represents a pressure, it 
must have the dimensions M L-2. Writing the factors 
in dimensional form 
s=L T-l 
ML-3 
p= L T-2 
vl=L T-I 
SpVI =L T-l M L-3 L-l T2 L T-I 
= ML-2 
If the pressure pz given in equations (22) is equal to or 
greater than the pressure required to open the injection 
valve, when an automatic injection valve is used, the 
pressure wave is in general partially reflected. The 
portion of the wave F which is reflected, designa.ted 
- W, appears in the second phase. The pressure and 
velocity now prevailing in the injection tube are, con-
sequently, of the order of the general equations (14) 
or (15). 
II. 
II. 
p2=Pk+F(t-~)-W(t-t) 
Vz= p\[F(t-~)+ W(t-~)J 
(23) 
multiplying the second equation by ps and adding to 
the first 
II. 
P2+SPV2=Pk+2 F(t-~) 
Substituting for F (t -Lis) its value pS VI L 
t--
a 
II. 
(24) 
which also represents the pressure conditions at the 
discharge orifice through the third phase. The quan-
tity ps V2 represents the portion of the wave pS VI L, 
t--
a 
which is not reflected but is absorbed in the discharge 
of the liquid fuel from the discharge orifice. The 
velocity V2 is the vector sum of the velocity of the on-
coming wave pS VI L plus the velocity of its reflected 
t--
a 
portion W (t-~). Oonsequently, V2 must be equal 
to the velocity of the fuel through the discharge orifice 
multiplied by the ratio of the discharge orifice area a 
times its coefficient of discharge c to the tube area T. 
(26) 
in which Va is the velocity through the discharge orifice. 
From the conservation of energy 
(27) 
in which pz is the pressure in the engine cylinder into 
which the discharge takes place. Substituting from 
equation (26) 
(28) 
Since in practice the ratio (TlacY is large, equation 
(28) can be simplified to 
(29) 
Equations 25 and 29 both contain the parameter V2 
which can be eliminated between them, resulting in a 
quadratic equation in P2 which can be solved for P2. 
In which case 
S· (sac ./2)2 . 11 11 . () mce p T-Y p ]S genera y sma ,equatlOn 30 can 
be simplified to 
P2-pz =i [ - p ~a;-J~ + -J Pk+ 2pS vl-pzr (31) 
A second method of obtaining P2 is the graphical 
method employed by Sass using equations (25) and 
(29.). From the cam contour determine the range of 
values for VI. Substituting in equation (29) values of 
1)2 equal to the values of VI, plot a curve of P2 against 
P2+SPV2' Since from equation (25), P2 +SPV2=Pk 
+ 2spvI L' this is also a curve of pz against 
t--
a 
Pk+ 2sPVI L' From thevaluesofpk+ 2spvl Lthe cor-
t- - t--
a 8 
responding values of P2 are obtained from the curve. 
Oonsequently, the instantaneous pressures are deter-
mined at the discharge orifice for the second phase. 
In the same manner, the quantity SPV2 can be deter-
mined. It represents the portion of the wave that is 
lost because of the discharge through .the discharge 
orifice. 
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If the first equation of (23) is subtracted from equa-
tion (24), the value of the back-rushing, wave - W is 
obtained. 
PSV2-pSVl L=W(t- f ) (32) 
t-- S 
8 
Equation (32) shows that the reflected wave is equal 
to the oncoming wave less the wave energy lost to 
discharge. Had the pressure P2 been less than the 
valve opening pressure, V2 would be equal to zero, sin e 
no discharge could take place, and the oncoming wa e 
would be completely reflected. Oonsequently, for the 
case of complete reflection 
II. 
(33) 
It is difficult to determine the exact conditions exist-
ing during the start of discharge from the injection 
valve when a closed nozzle is used. Sass undertakes, 
at this point in the analysis, to consider the movement 
of the injection valve stem. He assumes that the lift 
of the stem is at all times equal to the lift that would 
be obtained with a static pressure equal to the com-
puted instantaneous pressures. This method does 
not consider the inertia of the injection valve stem 
and spring; consequently, the results are in error, un-
less the frequency of the stem and spring is extremely 
high. In commercial injection valves this is seldom 
true, the frequencies being of the order of 500 cycles 
per second for injection valves designed for high-speed 
engine operation. (Reference 18.) If the ini ection 
valve is so designed that a small fraction of the total 
lift of the stem presents a flow area considerably 
greater than the flow area of the discharge orifice, the 
effect of the stem motion may be neglected. If this 
is not the case, the oscillations of the stem will affect 
the discharge of the fuel and may, in some cases, cause 
the stem to strike the injection valve seat, causing 
momentary stopping of the discharge. (See fig. 42.) 
As will be shown later by the experimental records, 
when the injection tube is of sufficient size to insure 
laminar flow through it, the lift of the injection valve 
stem required to present a flow area equal to the dis-
charge orifice is reached in an extremely short time. 
Consequently, the e.ITect of the injection valve stem 
movement is neglected, and the flow is assumed to 
start instantaneously when the injection valve opening 
pressure is reached. 
In Sass's computations he considers that the initial 
wave reaching the discharge orifice is completely 
reflected, since reflection takes place instantaneously. 
The author has assumed that partial reflection takes 
place because of the difficulty of accurately analyzing 
the conditions that take place during the small time 
interval between the start of opening of the injection 
valve and the' time when the stem has reached a lift 
sufficient to permit unrestricted flow around it. 
The back-rushing wave - W reaches the pump 
plunger 2 L/s seconds after the wave of which it is the 
partial reflection originated at the pump plunger, and 
it is completely reflected, reaching the discharge orifice 
Lis seconds later, which is the end of the third phase. 
The interpretation of equations (14) and (15) is now 
fully explained. For the conditions at the pump 
where x = 0 and considering t equal to 2 Lis 
lIT. 
p, ~p. + F(t)- W(t- 2L) + U(t- 2;) I 
III. j 
Vl= pIS [F(t) + W(t- 2;)+ U(t- 2;)J (34) 
It is seen that the argument of - TV is the same as that 
of U. This is because W is instantaneously reflected. 
Since no wave energy is lost during reflection at the 
pump plunger, U is equal to W but opposite in sign. 
Equations (34) can, therefore, be written 
III. 
PI = Pk+ F(i) - 2W (t- 2;) l 
J 
III . (35) 
As was the case for complete reflection at the discha.rge 
orifice, the velocities of Wand U are identical but 
opposite in sign, so that VI during the third phase is 
equal to 1.. F (t) which is equal to VO A/T. The onrush-
pS 
ing wave of the third phase PSVI Lis now reenforced 
t-a 
by the reflection of the reflected wave of the first phase, 
that is, by U. These two waves reach the discharge 
orifice together at the end of the third phase. 
Equation (15) now becomes for x=L 
III. 
P2 = Pk + F( t -~)-w( t -~)+ U( t _ 3;) 
-V(t- 3;) 
III. (36) 
V2= ~[F( t -~)+ W( t -~)+ U( t _ 3;) 
+ Vet _3;)J 
which represents the conditions during the third phase. 
In equations (36) F represents the wave originating 
at the pump plunger during the third phase, W repre-
sents the reflected portion of it, U represents the 
reflected portion of the wave originating during the 
first phase, and V represents the reflected portion of 
U. The equation can be simplified by combining the 
two reflected portions Wand V into a single reflected 
wave W'. 
HYDRAULICS OF FUEL INJECTION PUMPS FOR COMPRESSION-IGNITIO ENGINES 13 
III. 
P2=Pk+F( t - f)+ u( t _3;)_ W/( t -f) 
III. 
(37) 
1'2= :S[F( t -~)+ u( t - 3;)+ WI( t -~) ] 
It has already been shown that U is equal to, but 
opposite in sign to the reflected portion of the pre-
ceding phase, and is therefore equal to 
pSVI 3L - pSV2 2£ 
t-- t--
a 8 
Substituting in equation (37) 
III. 
P2 = iJk + pSVI L t (PSVI 3£ - pSV2 2L) - WI (t _:f) 
t- t- t- S 
S 8 8 
III. 
V2=VI L+(VI 3L- Vz 2L)+.!..WI(t_f) 
t-8 t-a t-. pS S 
(38) 
All the values in equations (38) are known with the 
exception P2, V2, and WI. They are determined in the 
same manner as was used in the derivation of equation 
32. If the graphical method is employed, the same 
curve of P2 against P2+1)SV2=Pk+2sp1h L can be used, 
t--
8 
since the two oncoming waves can be con idered as a 
single wave. 
By the use of equations (3 ) the general equations 
(14) or (15) can be simplified into 
;2 =Pk+ F( t -f)- w( t - 2;)_ w'( t -~) 
(39) 
;2 =~s[F( t -~)+ W( J - 2;)+ W'( t -~) ] 
in which W represents the reflection of all waves reach-
ing the discharge orifice 2 Lis seconds before the time 
t under C?onsideration, and TV' represents the reflected 
portion of both F and W. The u e of equations (39) 
results in the computations for actual cases being much 
shorter than the usc of equations (14) or (15) which 
ass employs because eqnations (39) consider 8.11 
waves in the positi-ve direction as a single wave, and all 
waves in the negative direction as a single wavo, 
whereas equations (14) or (15) consider each wave 
individually. 
The first equation in equations (39) may also be 
writtel} 
(40) 
in which VI I represents the sum of all reflected wavef< 
leaving the pump plunger at t-f:. 
S 
In reference 13 Sass has applied the general equa-
tions (14) to a numerical example. He has, however, 
made an error in computing the tertiary wave U. 
He has correctly shown that the pressure at the pump 
plunger for values of t equal to and greater than 2LIs 
is given by equations (35). He has, however, incor-
rectly assumed that the onrushing wave is now equal 
to F(t- L/s)- 2 W(t+ Lis). Consequently, although 
he correctly computes the values of Pk + 2 [F(t - f)-
Wet +~ ) ] from which the values of P2 for the various 
phases are computed, the values of his back-rushing 
waves are incorrect after the start of the third phase. 
He considers them as being equal to 
This results in the final pressures being computed to 
be greater than they actually are. Actually they are 
given, from the substitution of equation (32), m 
equation (23) by 
ince the motion of the fuel injection pump plunger 
is considered as being transmitted instantaneously to 
the fuel in the injection tube, the curve for the pres-
sures at the discharge orifice jumps instantaneously 
from Pk to Pk + 2spvI L - SpV2. This is not the case 
t-
8 
in actual operation ince an appreciable time lag mu t 
elapse between the start of the closing of the by-pass 
valve of the injection pump and its complete closure. 
This jump in the curve occurs again when the reflected 
portion of the initial wave again reaches the discharge 
orifice at t=3L/s and for all values of t=."LIs for 
which." is an odd number. However, each time this 
wave reaches the discharge orifice it 10 es some of its 
intensity to the discharging fuel. Consequently, the 
wave continually decreases in inten ity, and finally 
disappears. 
As has been stated, under certain conditions no 
reflection of the pressure waves takes place. This is 
true when all the wave energy is ahsorbed in the 
discharge of fuel through the di charge orifice. nder 
this condition V2 is equal to t'l L ubstituting tho 
t- -
a 
value of P2 obtained in equation (29) in equation (25) 
and setting V2 equal to VI L 
t--
I 
V~_~ =s(a;y +~S2(a;}+~(~)2pk (41) 
which represents the value of VI for which no reflection 
of the wave takes place. For any values of VI less 
than this the reflected wave will be one of rarefaction 
and W will be positive in sign and - W will become 
negative in value. 
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(e) DETERMINATION OF VELOCITY OF PRESSURE WAVES 
In all the computations presented in this report, 
the value of s has been computed from the value of E 
given by Hersey (reference 20), 284,000 pounds per 
square inch. This value was chosen from fuels of 
similar properties to that used in the experimental 
work. The corresponding value of s is 59,600 inches 
Indial-pressure 
confral valve 
Injec tion valve: 
By-pass volve 
the tube. He shows, however, that the decrease is 
negligible. The equation for the velocity in a tube in 
which expan ion takes place is given by Sass (refer-
ence 13) as 
S'=Jc iD') -+-- p E ED 
Htnrr-'Jressure 
reservoir 
FIGURE 2.-Fuel spray injection system 
per second. Sass (reference 13) uses the value of E 
detennined experimentally for Diesel oil by Alexander 
(reference 21) 296,000 pounds per square inch. The 
corresponding value of S is 60,000 inches per second. 
The author has determined directly, in the investiga-
tion of the time lags of injection systems (reference 22) 
the appro:Aimate value of s. Using the injection 
system shown in Figure 2, he measured the time lag 
between the release of pressure at the timing value 
in which E is the bulk modulus of the injection tube 
material, D' the outside diameter of the injection tube, 
and D the inside diameter. When E becomes infinite 
1!.004 
8 
~ 
0; 
.Q.002 
<I> 
o JnJ,L,o~ p;esLre
' 
40'00 Ib/s~./n. 
X '" '" 8000 '" '"," 
r- . 
r-
and the appearance of the fuel spray from the dis- ~ 
charge orifice. Figure 3 shows the effect of injection 
tube length on the time lag. It is seen that the differ-
ence in time lag between a 70-inch tube and a 10-inch 
tube is 0.0012 second. Dividing this time into the 
difference in tube length, 60 inches, the value of S 
is found to be 50,000 inches per second, which checks 
the values computed from E to a reasonable degree of 
accuracy. 
(d) EFFECT OF EXPANSION OF INJECTIO N TUBE 
According to Sass, any expansion of the injection 
tube will decrease the velocity of the pressure waves in 
o 10 20 30 40 50 60 70 
Tube length, inch 
FIGURE 3.-Effect of tube lengtb on time lag. Initial pressure, 1,000 lb./sq. in.; 
valve opening pressure, 4,000 lb ./sq. in. 
IE . f ' the equation becomes s= -V p' The equatlOn or 
can be rewri tten as 
IE lE D 
s' = -V r;-v E D + ED' 
In practice D' is equal to approximately 2D. The 
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value of E is approximately 30,000,000 
square inch, so that 
pounds per I tube is expressed by equation (43). 
equation (43) to Vic in equation (45), 
Equating VI m 
~E DE+~D' ~E +E2E 
Therefore, 
/-----3~X~1~0~7---­
=-y 3 X 107 +0.057 X 107 
= 0.99 
s' = 0.99 s, 
a decrease of 1 per cent, which is negligible. 
The steel injection tubes used in the tests, the re-
sults of which are presented in the next section, had 
outside diameters of approximately twice the in ide 
diameters. Consequently, the effect of the injection 
tube expansion was neglected. 
e) INVESTIGATION OF RESISTANCE TO FLOW IN THE INJECTION 
SYSTEM 
In both the preceding analyses it has been considered 
that the resistance to flow in the injection tube is 
negligible. This is true only when the injection tube 
is of sufficient size to insure small resistance losses. 
The resistance depends on the type of flow through the 
injection tube. For low velocities the flow is laminar 
and the resistance varies as the first power of the 
velocity and the viscosity. It is expressed in units of 
pressure by the relationship 
(42) 
For a pump plunger of a given diameter and for a 
given plunger velocity the value of VI is given from 
equation (19) as 
(43) 
in which Vo = 6n V and D is the inj ection tube diameter. 
Substituting in equation (42) 
_768nVA pL 
p- 7rD.J. (44) 
Therefore, other condi tions remaining the same, the 
resistance in the injection tube, with laminar {low, 
varies inversely as the fourth power of the injection 
tube diameter. 
As the velocity through the tube is increased, owing 
to an increase in the pump plunger velocity, the flow 
changes from laminar to turbulent. The lowest 
velocity at which this transformation begins is termed 
the lower critical velocity. It is that velocity for 
hi h R Id b vD . al . 1 w c eyno s urn er --)S equ to approXlmate y 
II 
2,000, and is, therefore, expressed by the relationship 
II 
vk =2000J) (45) 
in whicli II is the kinematic viscosity and is equal to 
p./p. The maximum velocity through the injection 
and 
6n VA = 2000 ~ , 
!:D2 D 
4 
D _6nVA 
k- 5007r1l (46) 
which expresses the tube diameter for the critical 
velocity in terms of the pump speed and the kinematic 
viscosity, and determines the minimum injection tube 
diameter to be used at any pump speed. From equa-
tion (46) and a knowledge of the pump dimensions the 
injection tube diameter for the critical velocity can be 
determined for all speeds of the pump. Since II varies 
as some power of pm greater than one, and pm varies 
as the square of n, the curve of Dk against n may show 
a maximum. (See fig. 29, Appendix III.) 
For turbulent flow the resistance varies as the square 
of the velocity and as the den ity. It is expressed in 
units of pressure by the equation 
p=fL VI2p 
2D (47) 
in which f is the coefficient of friction ancl is given by 
Hopf (reference 23) as 
( V D)-O. 35 f=0.00714+0.6104 --';- (48) 
It is noticed thatf is a function of Reynolds umber, 
viD/1I and consequently is a function of both the den-
sity and viscosity of the fluid. However, since R ey-
nolds umber is raised to the - 0.35 power, the value 
of f shows little variation with either the viscosity or 
the density. Substituting the value of VI from equa-
tion (43) in equation (47) 
(49) 
Therefore, other conditions remaining the same, the 
resistance to flow through the injection tube when the 
flow is turbulent varies inversely as the fifth power of 
the injection tube diameter. 
Since in both the analyses for determining the in-
stantaneous pressures the resistance to flow was 
neglected, the analyses hold only for those injection 
tube diameters equal to or greater than the values given 
in equation (46). The values of pressure used in 
determining the equation for the critical diameter are 
obtained from equation (2) which is only a first 
approximation of the actual pressures; consequently, 
the values of Dk obtained from equation (46) are not 
exact. The method is, however, accurate enough for 
practical use. The general rule to follow is not to use 
injection tubes of diameters smaller than those given 
in equation (46), using the method of evaluation em-
ployed in Appendix III. In evaluating these equa-
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tions extreme care must be used to obtain all functions 
in the correct units. 
In adapting the above method to the design of a 
fuel injection system, it is well to remember that 
temperature has a marked effect on the viscosity of 
the fuel. (Reference 20.) An increase of 20 0 F. may 
decrease the viscosity 100 per cent. If the flow in t e 
injection tube is in the laminar range, this decrease 
will decrease the resistance (equation (42)), but if the 
flow is in the turbulent range, this decrease will increase 
the resistance (equation (48)). 
EXPERIMENTAL DETERMINATION OF DISCHARGE 
PRESSURES 
(a) METHODS AND APPARATUS 
The fuel pump used in the tests to determine the 
applicability of the analyses is shown diagrammatically 
in Figure 4. The load control was obtained by rotat-
ing the pump plunger by means of the ratchet. Till 
varied the position at which the slot in the pump 
FIGURE 4.- Diagra=atic sketch of fuel pump used in tests 
plunger came in contact with the ports in the sleeve. 
o primary fuel pressure was used 0 ther than a head 
of approximately 1% feet of fuel. The pump plunger 
had a diameter of 0.354 inch. The lift and velocity 
of the pump plunger are shown in Figure 5. The 
lift data were obtained by means of an extensometer 
gage, accurate to 0.0005 inch. The velocity curve 
was obtained by drawing tangents to the lift curve 
at 2.5 0 intervals. Although the pump was not 
necessarily designed for injection over the decreasing 
velocity portion of the cam, this portion was used in 
the tests in order to determine the instantaneous 
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FIGURE 5.-Plunger velocity and lifL cun'es for fuel pump used in LeSLS 
pressures delivered by the pump after the maximum 
velocity wa~ reached. 
The injection valve was the same as that used in the 
tests on the pressure fluctuations in a common-rail 
fuel injection system. (Reference 18. ) The instanta-
neous pressures at the discharge orifice were determined 
experimentally by the same method as used in tho 
investigation of the common-rail system from an analy-
B, Electromagnetic 
shuffer 
Light source 
.008" dlophr:.0gm sleel 
Film drum 
FIGURE 6.-Automatic injection valve and apparatus for recording \"al\'e stem 
mo vement 
sis of photographic records of the movement of the 
injection valve stem. (Reference 18.) The injection 
valve and the apparatus for recording the injection 
valve stem movement are shown in Figure 6. The 
image of the light source was reflected from the pivoted 
mirror and focused on the film drum. The film drum 
was rotated by a synchornous motor at a peripheral 
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speed of approximately 1,000 inches per second. 
Any motion of the injection valve stem caused the 
reDected light beam to traverse the photographic film 
on the drum and record the stem movement. ThE' 
electromagnetic shutter was controlled so that t.he 
changing either the position of the injection valve or 
the recording light. A typical record of the injection 
valve stem motion is shown in Figure 7. The dis-
charge orifice was one of those used by Gelalles in 
hiE' investigation of the coefficient of discharge. 
FIGURE 7.-Record of injection valve stem movement. (Small points indicate intervals at which lift was taken from record for analysis) 
light beam fell on the drum during only one revolution 
of the pump. Consequently, the record of the stem 
was obtained for ODe injection only, altbough the pump 
was operating continuously. 
The method of obtaining the instantaneous pres-
sures on the valve stem from the stem record has been 
described in detail in reference 18. It consisted of 
determining the hydraulic pressure from the force 
equilibrium equation 
Pa=xS+ma 
in which P is the mean instantaneous pressure across 
the stem at any time t, a the area of the stem, X the 
spring scale, S the stem lift at the time t, m the mass 
of the moving parts, and a the acceleration at the time 
t. The values of S and a were determined from the 
stem-movement record. The records were calibrated 
by the method described in reference 18, except ill 
-- - - - -- Pressure computed according to 
equation 39. 
---Pressure computed according to 
equations 68 I I 
--Expenmentolly determined pressure 
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FIGURE S.-Comparison of test pressures with computed pressures 
this case it was necessary to disconnect the injection 
tube from the injection valve and connect the injection 
valve to a hand-operated high-pressure pump for the 
calibration of the records. This was done without 
63287-31--3 
(Reference 24.) It had a discharge coefficient of 0.94 
when installed in the injection valve. (Reference 24.) 
(b) RESULTS AND DISCUSSION 
Modifications to equations (6) and (39).-If the 
experimental results obtained under the same condi-
tions as the computed results (see Appendices I and II) 
----Pressure computed from equations 68//, 
assuming initial pressure equals vol ve 
apening pressure 
-------Pressure computed from equations 68//, 
assuming initial pressure equals valve 
closinc; pressure. 
--E xpenmenfo/ly determined pressure. 
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FIGURE g.-Comparison of test pressures with pressures computed 
from equations (6) and (11) assuming Initial pressure equals the 
valve closing pressure and the valve opening pressure 
are compared (fig. 8), zero time refers to the aTI'ival of 
the initial wave at the discharge orifice, it is seen 
that both the computed curves give pressures in excess 
of the experimental curve. It' is now necessary to 
determine in what manner the analyses of the general 
equations differ from the experimental conditions . 
In equation (6) it was assumed that the initial 
pressure at the discharge orifice for the start of injection 
was equal to the injection valve opening pressure. 
The recorded lift of the injection valve stem indicates 
that the effective pressure was actually lower than 
this, otherwise the initial rate of lift would have been 
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greater. As has been mentioned before, the condi-
tions existing during the start of injection are difficult 
to analyze. The assumption will now be made that 
the initial pressure at the start of injection is not the 
injection valve opening pressure but the injection 
valve closing pressure, in order to take care of the 
unstable conditions at the discharge orifice when the 
6000 .06r--.---.--'--~---r--.---'--.--~ 
pump, both systems operated under conditions which 
gave pressure-wave phenomena. Referring to Figure 
10, it is seen that the pressure~wave oscillations in the 
system illustrated in Figure 2 did not occur after the 
second wave. Consequently, the same assumption 
will be made in the application of equation (39). The 
results of the computation, neglecting all reflected 
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FIGURE lO.-Effect of timing valve cam sbaft speed and injection period on stem Jift and oil pressure 
injection valve starts to open. With this assumption 
the results are again computed, and the resulting curve 
is shown in Figure 9. It is seen that it more closely 
fits the experimental curve. 
In the adaptation of equation (39) to the mq)eri-
mental results, it is necessary to make an assumption 
regarding the damping of the pressure waves. An 
.------ Pressure computed from equation (39) 
conSidering a ll pressure waves . 
---Pressure computed from equatIOn (39) 
neglecting all waves after second reflection 
t --Experimenfally defermined pressure. 
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F IGURE n.- Comparison of test pressures witb pressures computed 
from equation (39) assuming all pressure w.ves destroyed nfter second 
reflection at tbe discharge ori!!ce 
indication of the damping (fig. 10) is obtained from 
the investigation of t.he common-rail system. (Refer-
ence 18.) Although the experimental conditions were 
different from those experienced with a pump, in that 
the injection was ca,used by fuel in a reservoir under a 
high pressure instead of the di.splacement fuel in a 
waves after the second reflection, are shown in Figure 
11. It is seen that under t.his assumption the results 
from equation (39) fit the experimental curve more 
closely than those from equations (6) and (11), indi-
cating that the pressure waves in the system exert the 
controlling effect on the injection characteristics. 
The conclusions are drawn that in adapting equation 
(6) to the computation of the instantaneous pressures 
the initial pressure at the start of injection is con-
sidered to be the injection valve closing pressure, and 
that in adapting equation (39) to the computation of 
the instantaneous pressures, all preSSUTe waves after 
the second reflection are considered to be destroyed 
by the damping effects of the system. 
Effect of injection valve closing pressure.--Figurcs 
12 and 13 show the effect of the injection valve closing 
pressure on the injection valve stem lift and on the 
instantaneous pressures. The solid pressure-curve 
represents the pressure determined from the experi-
mentally recorded stem lift record, and the broken 
curves represent the pressures computed from equation 
(6), (11), and (39) v.rith the modifications discussed in 
the preceding paragraphs. The injection valve closing 
pressure can be more accurately determined by the 
use of the calibration records (reference 18) than the 
opening pressure, since the opening pressure is obtained 
by observing the pressure at which the spray first issues 
from the n07.z1e as the pressure in the injection valve 
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is built up by means of a hand pump. The rat.io of 
the stem area exposed to the hydraulic pressure before 
the stem lifted to the area exposed after the stem lifted 
was 0.70 for the injection valve used in the tests. 
At 750 r. p. m. the injection period at the fuel pump 
was 0.0071 second. At 470 r. p. m. the injection period 
at the pump was 0.0113 second. Consequently, when 
the injection period covers a greater interval than the 
above time intervals at the respective speeds, the in-
jection is continued because of the fuel under compres-
sion in the injection tube when equation (6) is used, or 
by the continued oscillations of the pressure waves in 
the injection tube when equation (39) is used. Equa-
tion (11) is used to complete the computations of the 
injection process when the pressure given by equation 
(6) is greater than the injection valve closing pressure 
at cut-oil at the fuel pump. 
At 750 r. p . m. it is seen that at the lowest valve 
closing pressure the injection period is greater than the 
time interval during which the by-pass valve at the 
pump is closed (0.0071 second). As the valve closing 
pressure was increased, the injection period decreased 
1 J~.IIII 
f-" - .. -. Pre;~ure from equofton (3SJl 
f-~. - -J-W 'II '(. I r '(" T (6) and /1),-
f----- E xpenme7 fol preis/Ie. 
8000 
4 000 
a 
~ 
~ 4000 
'" 
a 
- --Sfem Ilff. i + 
I I LJA--f -L ~-±:ld: 1 
Lr"' -~ .---:V~/ rT l.r -~~ 
- ~...-F---r L-!--,+ 1 g,J ~ 
7: V C P = 550 Ib.l.sq. m. . - '- ~~ 
. r- I I 
i , 
I 
J --T ' , -, 
-J;t. - -, 
."'" 
. 
. -- f0- r- l' ---/--. 
""'" 
V .-r'i-J/ 1- ' - i--" 
~v VCp - 1200 Ib-/..§.q: in. 
1 
- .... - -
.c,_ 
---
~ -. ~ 
"" 
r.- . 
---:.---
..1 --1-- --i\. 
"" 1/ -1 'I I I ..... 1- f-.! / VCp. = 2/20 /b.l.sq in. \ 
1 1 r'-
1 1 
~ 
-L }.- - -- r--I::-: lZ.-·±-- I-f-. - - - -4000 -l--' Tf--p f: : -~c-
- / ';=;:-;'-; . --: ..... IV CP = 2 750 /b./ sq. In. 
o .002 .004 .006 008 
T,me, second 
r-- ~, 
I 
I 
I 
, 
r 1 
I 
-f-
f-
:-
.010 
08 
04 
o 
04 
o 
04 
o 
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until, at the highest value, the period was slightly les 
than 0.0071 second. At the lower closing pressures 
both the computed pressure curves also show the long 
injection period. At the higher closing pressures the 
curve from equation (39) shortens correspondingly 
while the curve based on equations (6) and (11) show 
an injection period greater than the recorded period. 
At the lower closing pressures the curve of equations 
(6) and (11) fit the experimental results more closely, 
while at the higher closing pressures the curve accord-
ing to equation (39) shows the closer agreement with 
the experimental results. It can be concluded that for 
I II 1 I II 1 1 
,8000 f- ···--.- ,Pr:efs,ur;e,fr;om 1 f!q,uC{f'TOn (3 9) .08 
I---- I 1 1 "I. 1 I" 1 1 " (6) and (I I),. 
f--- Expen mentTol p r elssure'H-t--+-H-l 
--- Stem liff .1 i 
I 1 I I 04 4000~4-~~~-~I-+~~-_ ~I_~Ir+~t-t~r+-lH. 
._ ._ - -:-=::r -"b , f::-:~_ 
5.:. -- .L 1 I 
o .002 004 .006 008 .010 
TIme, second 
FIGURE I3.-E ffect of valve closing pressure OD stem lift and fuel pressure at low 
pump speed. Tube lengtb=34 inches; inside tube diameter = O.076 inch; pump 
speed=4iO r. p. m.; orifice diameter=O.020 inch 
high pump speeds at low injection valve closing pres-
sures, and, consequently, lower initial pressures in the 
injection tube, the actual conditions are closely approx-
imated by computing the instantaneous pressures from 
a consideration of the compressibility but not the pres-
sure-wave phenomena of the fuel; while at the higher 
valve closing pressures, and consequent higher initial 
pressures, the actual conditions are more closely 
approximated by computing the instantaneous pres-
sures from a consideration of the pressure-wave phe-
nomena. It is well to mention at this time that 
injection periods at the injection valve which are in 
excess of the injection period at the pump may be 
caused by pressure waves set up in the system before 
the by-pass valve of the pump is closed. In this case, 
injection would appear earlier than Lis seconds after 
the closing of the by-pass valve. It is po sible that 
these phenomena did occur with the low injection valve 
closing pressures. 
It is noticed that at the injection valve closing pres-
sures of 550 and 1,200 pounds per square inch second-
ary discharges occurred. These were not due to the 
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mechanical bouncing of the injection valve stem, as was 
the case in the investigation on the common-rail system 
(reference 18), because in this case the secondary lift 
would have been jagged and closer to the end of the 
initial lift. Secondary discharges can be explained 
from the analysis, according to Sass, in the derivation 
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of equation (39) on the assumption that the by-pass 
valve closes sufficiently rapidly so that the oscillations 
continue in the injection tube. Under this circum-
stance the waves can cause several openings and clos-
ings of the inj ection valve. It is difficult to compute 
the cases under which secondary discharge will take 
place because of the lack of knowledge of the closing 
process of the by-pass valve. At the higher valve 
closing pressures, if such pressure waves did occur, they 
were not of sufficient intensity to reopen the injection 
valve. 
At the lower pump speed (470 r. p. m.) both methods 
of computing the instantaneous pressures show good 
agreement with the experimentally determined values. 
In this case, the injection period for the lowest inj ection 
valve closing pressure was equal to the period at the 
pump, but as the closing pressure was increased the 
injection period decreased. The bouncing of the stem 
during the start of injection was caused by the tube. 
diameter being less than the critical diameter. (See 
fig. 29, Appendix III.) This bouncing will be discussed 
in detail in the section on the effect of injection tube 
diameter. 
Analysis of the two figures indicates that the check 
valve at the entrance to the injection tube did not 
permit the pressure in the injection tube to drop to 
atmospheric but maintained the pressure at a value 
approaching the injection valve closing pressure. 
The general conclusion to be drawn from the figures 
is that the injection valve closing and opening pressures 
materially affect the injection characteristics of a fuel 
pump injection system, and that increasing the injec-
tion valve opening and closing pressures decreases the 
injection period but increases the instantaneous 
pressures. 
Effect of injection tube length.-The effect of the 
injection tube length on the instantaneous pressures is 
shown in Figure 14. It is seen that up to tube lengths 
of 34 inches there is little change in the injection char-
acteristics according t.o the experimental records and 
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FIGURE 15.-Effect of inside tube diameter on stem lift and fuel pressure . 
Tube lengtb=34 incbes; valve closing pressure=2,OOO lb./sq. In.; pump 
speed = 750 r. p. m. 
according to the pressures computed from an analysis 
of the pressure waves. For t,he longest tube the com-
puted pressures are at considerable variance with the 
actual pressures, owing possibly to the effect of the 
by-pass valve or to resistance in the injection tube, 
which became excessive because of the tube length. 
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The comput.ation neglecting the pressure waves fails 
for the short tube lengths. The explanation of the 
small effect of the tube length is seen from an analysis 
of Table VII, Appendix II. The values of the reflected 
waves for the first reflection shown in column 15 reach 
a maximum of 480 pounds per square inch. Assuming 
t.hat only these pressure waves reenforce the waves 
caused by the pump plunger motion, it is seen that the 
injection tube length can have little effect on the instan-
taneous pressures, since the addit.ion of the reflected 
waves to the waves originating at the pump amount to 
a maximum of only 480 pounds per square inch. 
Lengthening the inject.ion tube changes the time at 
which the reflected waves are added to the wave 
originating at the pump. 
The general conclusion to be drawn from the figure 
is that short injection tubes do not materially aid the 
injection characteristics of fuel pumps and t.hat con-
sequently the fuel pumps for all cylinders in multi-
cylinder operation may be constructed as a single unit 
connected by suitable tubing to the injection valve. 
Effect of injection tube diameter.-Figure 15 shows 
the effect of the injection tube diameter on the instan-
taneous pressures. According to Figure 29, Appendi.'\ 
III, the critical tube diameter for the pump .tested at 
a speed of 750 r. p. m. is 0.094 inch. For tube diam-
eters greater than this the injection pressures should 
decrease because of the fuel lost to compression accord-
ing to equation (6) and because of the lesser intensity 
of the pressure waves according to equation (39). 
The expenmental results presented substantiate this. 
It is seen that the maximum pressures occur between 
the 0.076 and 0.138 inch diameter tubes. During the 
taking of the experimental records it was noticed that 
for the smaller tube diameters the tubes heated con-
siderably, indicating the resistance losses caused by the 
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FIGU RE l 6.-Effect of inside tube diameter on stem lift and fuel pressure 
Pump speed=470 r. p. m. ; tube length=34 inches; valve closing pressure=6 
2,OOOlb./sq. in. 
turbulent flow. Wires were inserted in the injection 
tubes in one series of tests, and it was observed that 
the heating was even more marked and the pressures 
lower than with an injection tube of the same flow area 
but without the wire. For the tube diameters below 
the critical diameter the start of the motion of the 
injection valve stem is ragged; this is caused by the 
unsteady flow condit.ions as a result of the high resist-
ance to flow. 
It is noticed that the initial reflected wave changes 
from a positive value for a tube diameter of 0.138 inch 
to a negative value for a tube diameter of 0.076 inch. 
1 1 1 1 1 T 
Pressure.1 
s t em lift. 
1 
1 4000 04 
V\ 1 
'/4 fhrottle 
o 1./ \ o 
h 04 
k '"'\V ,I,.-. 
Vi' throttle 
..-
/ 
./ 
-
~-.... '1 \ 
/ 0/4 fhrottle 
o 
" 
o 
e- '- ~~ 
1.-- Full ;-;-r-hV throtfle 
4000 04 
if -::: 1 
1'\ 
o .00c .004 .006 .008 .0 10 0 
Time, second 
F IGURE l7.- Effect of throttle setting on stem lift 8nd fuel pressures. Injec-
tion tube length=34 inches; diameter=O.076 inch; pump speed = 750 r . p. 
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Substituting the test values in equation (41) shows that 
the initial reflected wave changes from a positive value 
to a negative value for a tube diameter of 0.124 inch . 
(See also fig. 14.) 
To check the eh1Jerimental resul ts on the effect of 
tube diameter , tests were run at a pump speed of 470 
r. p. m. with injection tubes above and below the 
critical tube diameters. (Fig. 16.) Again i t is seen 
that for the inj ection tube diameter below the cri tical 
diameter, the stem motion is ragged. It is seen that 
with either of the injection tubes the inj ection period 
at the discharge orifice is less than the period at the 
pump. This has been discussed in the section on the 
"Effect of Injection Valve Closing Pressure." 
The general conclusion to be drawn from these 
figures is that, in designing a pump injection system, 
care must be taken to have the injection tube diameter 
and the diameters of all other flow passages, with the 
exception of the discharge orifice, not less than the 
critical tube diameter, in order to prevent turbulent 
flow . 
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Effect of load.- The effect of load or pump throttle 
setting on the instantaneous pressures is shown in 
Figure 17. Since the injection tube diameter was less 
than the critical diameter, the record of the stem move-
ment is ragged. The curves show that the throttle 
.~ 
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],'iGURE ·18.-EJIecL of pum p speed on stem lift and fuel pressure. 'rube 
length=34 inches; inside Lube diameter = 0.13 inch; valve closing pres, 
sure= 2,500 lb./sq . in . 
setting had no effect on the instantaneous pressur s 
up to the point of cut-off. The throttle settings 
designated do not refer to the fuel quantity delivered 
but to the fraction of the throttle setting. It can be 
concluded from the figure that with a constant-area 
contradiction to the opinion of Joachim and Foster in 
the report on an annular orifice injection valve (re-
ference 25), in which they state that at part load 
with a spring-loaded automatic injection valve there 
will be throttling between the injection valve stem 
and seat. 
Effect of pump speed.- From the previou figure 
the effect of pump speed on the injection characteristics 
can be studied. Additional te t results are shown in 
Figure 18. It 'is een that a the pump peed increa ed 
the pressures during injection increased. As has been 
sta ted before, thi increase results in an increase in 
rate of penetration and in atomization at the higher 
speeds. In the adaptation of equation (39) to this 
particular set of conditions, it was found that the 
initial wave was not sufficient to open the injection 
valve, unless the reflection was complete. Con e-
quently, complete reflection of the initial wave up to 
t = 3 Lis was u ed in the computations. Under thi 
circumstance the reflected wave - W was equal in 
magnitude to the oncoming wave F. This results in 
the high rate of pressure rise at the lower speed and 
the con iderable deviation from the curve computed 
according to equation (6). It is interesting to note 
Time second 
Wit~ check valve 
Time ,. second 
Without check valve 
F iGURE 19.-EfIect of check valve on sLem lift. Tube diameter=0.13 inch; tube length=34 inches; orifice dia meter= 0.020 inch; pump speed = 750 r. p. m.; vah 'o 
closing pressure=2,600 lb.jsq. in. 
discharge orifice and with a constant-stroke fuel pump, 
the injection characteristics during the injection period 
are independent of the throttle setting, and that once 
the inj ection characteristics are determined for full 
load they are determined for all loads. This is in 
the drop in pressure after injection started. Alexander 
(reference 21) also noticed this phenomenon and attrib-
uted it to the volume change in the injection valve 
as the stem lifted. The author of reference 26 drew 
the same conclusion from the records of the movement 
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of the stem of an automatic injection valve. Figure 
18 shows that the drop in pressure is explained by the 
pressure-wave phenomena. 
Effect of the check valve.- It was found extremely 
important to have a check valve between the fuel 
pump and the injection tube, although the type of 
check valve was not so important provided it was 
light and did not restrict the fuel flow. At low-speed 
operation (470 r. p . m.) there was little difference in 
the injection characteristics with or without the check 
valve. However, as the speed of the pump was in-
creased, there proved to be a critical speed above which 
the injection characteristics with and without the 
check valve were materially different. Figure 19 
shows two stem records taken under the same condi-
tions with the exception that the check valve was used 
in obtaining the upper record, while no check valve 
was used in obtaining the lower. An examination 
of the lower record indicates that injection started 
about 0.001 second before the start of pressure rise 
designated zero time. With a 70-inch injection 
tube no injection took place without the check valve; 
although it did when the check valve was in place as 
is shown ill FIgure 14. Three dJiferent check valves 
were employed; first, one with a small collar below the 
seat, as IS shown ill Figure 4; then, one with no collar ; 
and finally, an ordinary ball-check valve. The first 
Lwo gave virtually the same re ults. The ball-check 
yalve gave an injection period equal to that obtained 
with the other two check valves, but the maximum 
s tem lift was less, indicating a restriction to fuel flow 
past the ball. The conclusion to be drawn from the 
figure is that for high-speed operation some check 
hould be provided to prevent all the fuel under 
pressure from leaving the injection tube when cut-off 
occurs at the fuel pump. Although a check valve is 
Lhe simplest method of accomplishing this, the same 
results can be obtained by the use of a high primary 
pressure under which the fuel is fed to the injection 
pump, or possibly by the use of a restriction to flow 
in the by-pass valve. The last method is not recom-
mended since the chance of obtaining pl'e sure waves 
of sufficient magnitude to open the injection valve 
before the by-pass valve is closed are increased by any 
restriction to the by-pass valve flow area. 
APPLICATION OF THEORY TO PUMP DESIGN 
In the following paragraphs the preceding theoreti-
cal analysis with the modiiications based on the experi-
mental data will be applied to the design of a fuel 
pump required to meet a definite set of conditions. 
Ca) TO DESIGN A PUMP TO GIVE THE SAME INJECTION PERIOD I 
SECONDS AT MAXIMUM AND MINIMUM PUMP SPEEDS 
Assume the following requirements: 
Range of pump speeds-250 1'. p. m. to 1,000 
r.p.m. 
Fuel quantity to be injected- O.OlO cubic inch. 
Period of injection- 0.0025 second. 
Since it is assumed that the inj ection period in sec-
onds is to be constant over the speed range, it is neces-
sary to use a variable-velocity pump so that the low 
velocity range with respect to pump degrees can be 
used at the high speeds and the high velocity range 
with respect to pump degrees can be used at the low 
speeds. If the injection period is to be kept constant, 
the mean velocity of the pump plunger during the in-
jection period must be kept constant regardless of en-
gine speed. In order to maintain the inertia forces in 
the pump at a minimum value, a constant-accelera-
tion cam is employed. The volume velocity B with 
which the fuel is displaced by the pump at any time t 
is given by the equation 
B = Ajt (50) 
in which j is the acceleration of the pump plunger in 
units of length per second per second and A the area 
of the pump plunger. ince 
t=8/6n (51) 
(52) 
in which a is the pump-plunger acceleration in units of 
length per degree per degree and 8 is the angular rota-
tion of the pump in the time t. Substituting in equa-
tion (50) 
B = 6nAa8 (53) 
inco a is constant, the mean velocity between any 
two angles 81 and 82 is aiven by 
(54 ) 
Let 81 represent the angular po i tion for the start of in-
jection and 82 the po ition for the stop of injection. 
Then, sinco the time of injection is to be maintained 
constant, 
82-81=k 
6n (55) 
in which k represents the injection period in seconds. 
Solving equation ' (55) for 82 and substituting in equa-
tion (54) 
1 Bm = 2 6nAa (281 + 6nk) 
Solving for 81 and 82 
81=~-3nk 6nAa 
82 = 6 ~Aa + 3 nk 
(56) 
(57) 
(5 ) 
Equations (57) and (58) give the cam positions for the 
start and stop of injection at any pump speed n. 
The value of a is determined by the maximum accelera-
tion permissible in units of length per second per second 
for the highest speed at which the pump is to be driven. 
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Let M be the maximum pump speed and N the mini-
mum pump speed. Let b be the highest permissible 
acceleration in units of length per second per second. 
Then 
(59) 
The maximum angular displacemen t Om of the cam 
during the upstroke of the pump plunger is O2 for the 
ID.lmmum r. p. m. 
Om= 6 ~ACi +3Nk (60) 
Substituting for Ci the value obtained from equation 
(59) 
The lift of the plunger H for Om is 
1 
H=2 CiOm2 
(61) 
(62) 
If it is assumed that the deceleration of the pump 
plunger is equal in magnitude to the acceleration, the 
total lift of the pump plunger is equal to 2 H. 
Assume that the maximum permissible acceleration 
of the pump plunger is 10,000 inches per second per 
second. Substituting in equation (59) 
10,000 = 36 X 10002 X Ci 
Ci = 2.78 X 10-4 inches per degree 2 
Assume that 81 for the maximum speed is 5°. The 
value of Bm is equal to the total fuel quantity divided 
by the time of injection. 
0.010 
B 11I = 0.0025 
= 4.00 cu. in. per second 
Substituting in equation (57) 
5=6X1000A4~~.78X10 4 3X1000XO.0025 
A=0.1918 sq. in. 
1'he diameter of the pump plunger is, therefore, 0.494 
m. The value of 8m is now obtained from equation (61) 
8 _ 6 X 4 X 1,0002 
111- 250 X 0.1918 X 10,000 +3 X 250 X 0.0025 
= 51.9° 
The lift of the plunger at H is given by equation (62) 
H =~ 2.78 X 10-4 X 51.92 = 0.375 in. 
The total lift of the pump plunger, assuming that the 
deceleration is equal in magnitude to the acceleration, 
is 2H or 0.75 inch. The dimensions of the pump are 
now determined. 
The next step is to compute the discharge-orifice 
diameter. Assume that the mean injection pressure 
is to be 4,000 pounds per square inch. From the con-
ventional flow formula 
Q=ac ~2: t (63) 
in which Q is the total quantity discharged. Assume 
that the coefficient of discharge of the orifice is 0.80. 
Substituting in equation (63) 
_ / 2 X 4,000 
0.010 - aX 0.80" 0.795 X 10-4 X 0.0025 
a= 0.000498 square inch. 
The diameter of the discharge orifice lS, therefore, 
0.0252 inch. 
The minimum diameter of the injection tube IS 
determined from equation (46) 
D _ 6nVA 
k - 5007rJl (46) 
in which 6n V A is replaced by B,,.. The value of JI is 
determined from Figure 28, Appendix III. At 4,000 
pounds per square inch pressure the coefficient of 
viscosity is shown to be 0.100 poise which must be 
converted into English units. Following the method 
given in the section on the "Investigation of the Re-
sistance to Flow in the Injection Tube:" 
T]=J.I.,q 
'Y 
= 0.0182 inch2 second-l. 
Substituting in equation (46) 
D 4 .00 
k= 500 X 3.14 X 0.0182 
= 0.140 inch. 
The length of the injection tube depends on the length 
of tubing required to connect the injection pump to 
the injection valve mounted farthest from the pump. 
It will be assumed that this length is 30 inches. 
The test results have shown that a high injection 
valve closing pressure eliminates secondary discharges 
from the system. If the inj ection valve opening pres-
sure and closing pressure differ by a small amount, 
there will be less chance of the initial pressure waves 
proving insufficient to open the jnjection valve. The 
difference between the injection valve opening and 
closing pressures should be such that in every case the 
initial wave will open the injection valve. Con-
sequently, the difference should be less than the mini-
HYDRAULICS OF FUEL INJECTION PUMPS FOR COMPRESSION-IGNITION ENGINES 25 
mum value of pSVI. The minimum value occurs at the 
start of inj ection at the ma.."'{imum speed and is equal to 
pSVI .. = 0.795 X 10-4 X 5.96 X 105 X VI 
=4.74 VI 
But VI is given by 
A 
vI= 6nVx 'i' 
in which V is given by 
V=aO 
=2.78X 10-4 X5 
= 1.390 X 10-3 
- 0 39 10-3 0.1918 
vl-6X100X1. X xO.0154 
= 104 in./sec. 
PSVI = 4.74 X 104 
=493 lb. per sq. in. 
~ 500 lb. per sq. in. 
The maximum value of pSVI occurs at O2 for the ma)..'i-
• O2 S 20 9 mum r. p. m. The value IS equal to 0; X P Vlel = -:5 X 4 3 
or 1,970 pounds per square inch. The mean value of 
. . 1,970+493 
pSVI IS, therefore, apprmnmately 2 = 1,230 
pounds per square inch. The mean injection pressure 
has been assumed to be 4,000 pounds per square inch. 
The injection valve closing pressure, assuming that a 
check valve is employed that maintains the closing 
pressure in the injection tube at the end of inj ection 
will be 4,000- 1,200 = 2,800 pounds per square inch. 
The injection valve opening pressure will, therefore, 
be 2,800 + 500 = 3,300 pounds per square inch. 
The value of 01 was assumed to be 5° at 1,000 r. p. m. 
From equation (55) it is seen that O2 equals 01 + 6nk or 
20°. At 250 r. p. m. O2 has already been determined 
(51.9°). Consequently, ince 01 equals O2 - 6nk, 01 at 
250 r. p. m. is 48.1°. 
The known conditions are now: 
Pump plunger diameter-0.498 in. 
Pump plunger acceleration-2.78 X 10-4 in. per 
degree per degree. 
Injection tube diameter-0.140 in. 
Injection tube length-30 in. 
Discharge orifice diameter-0.0252 in. 
Coefficient of discharge of discharge orifice-
0.80. 
Inj ect~on valve opening pressure-3,300 lb . per 
sq. in. 
Injection valve closing pressure-2,800 lb . per 
sq. in. 
Inj ection start-50 at 1,000 r. p. m.; 48.1° at 
250 r . p. m. 
Inj ection stop-20° at 1,000, r. p. m.; 51.9° at 
250 r. p: m. 
Oheck valve employed between pump and 
inj ection tube. 
The instantaneous pressures are next determined. 
SInce the operation covers the high-speed range, 
equation (39) is used, neglecting all pressure waves 
after the second reflection at the discharge orifice. 
The value of Lis for the 30-inch tube is 30/59,600 or 
0.000504 second. At 1,000 r. p. m. this corresponds 
to an interval of 3.02° and at 250 r. p. m. to an inter-
val of 0.756°. In column 1 of Tables I and II for 1,000 
r . p. m. and 250 r. p. m., respectively, are tabulated the 
values of time in seconds; in column 2, the values of 
time in Lis seconds; and in column 3, the values of 
time in pump degrees. In column 4 the total angular 
displacements are tabulated. The velocity of the 
pump plunger v. for corresponding pump angles is 
equal to 6naO. The velocities are tabulated in column 
5' in units of inches per degree, and in column 6, in 
units of inches per second. The values of VI are equal 
to v.A/T. They are tabulated in column 7. The 
waves originating at the pump plunger are equivalent 
to pSVI' (Column 8.) Since these waves reach the dis-
charge orifice L/s seconds later, the same values are 
tabulated in column 9 for PSVI L but displaced a time 
t--
3 
interval of L/s seconds. 
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T ABLE I 
I NJECTIO PRESS RES AT 1,000 PUMP R. P. M. 
I 2 3 ( 5 G 7 9 10 II 12 13 
------ ------------ ------ ---
1J,+pSVI 11k+2spvI 
1. L 1)' 
t 1'. pSI.!1 '7 1-;- IIl ./in. ' t t t VI pSCI L -JV tot. I (in./deg.) v. 1-;- Ib./in.' Ib ./in.' "~r.XIO' L/s sec. c1cg. io./sec. in./se(·. Ib./in' Ib ./in.' deg. XIO' I\)./in .' 
, \ n A lJ .\ B 
-------- --------- ----- --- - -- --- ---
- --
---------
0 0 0 0 , 
0 0 0 5 I. 39 8.34 H).J 490 2,800 2,800 
------------I----I-------- --------------------
2.52 0.5 1. 51 6.51 1. 81 10.9 136 640 2,800 2, 00 
--- --- --- ---- -------- - ---- --
2,800 2,SOO 2,800 0 
5.04 1.0 3.02 8.02 2.23 13.4 167 790 490 3,290 3,7 0 2,680 -610 
- ---------
------ --- - ---
------- ---------------
7.56 1.5 4.53 9.53 2.65 15.9 19 940 6·10 3,440 4,OSO 2,950 -490 
---------------
---------------------------------
10.08 2.0 6.04 11. 04 3.07 IS.1 229 1,090 790 3,590 4,380 3,200 -390 
------ ------------- ----------------- ------ -----
12.60 2.5 7. 55 12.55 3.49 20.9 261 1,240 940 3,740 4,660 3,460 -280 
------ ------------------------------------------
15.12 3.0 9. 06 14.06 3.91 23.5 293 1,390 1,090 3 90 3,280 4,980 3,760 3,750 2,670 -140 
--- - ----------------------- - - ---------------
17.6-1 3. 5 10.57 15.57 4.34 26.1 325 1,540 1,240 4, ().j0 3,550 5,280 4,300 4,040 3,150 0 
------------------
--- ---------------------------
20.16 4.0 12. 08 17. 08 4.75 28.5 355 1,680 1,390 4,190 3, 00 5,530 4,750 4,300 3,550 160 
--------------- ---------------------------------
22.68 4.5 13.59 IS. 59 5.17 31. 0 386 I, S30 1,540 4,340 4,060 5, 0 5,320 4,600 4,100 260 
------------------
- ----------- ---------------- ----
5.59 33.6 419 1,990 
25.20 5.0 15.10 20.10 0 0 0 0 1,680 4,4 0 4,340 6,160 5,880 4,900 4,630 420 
---------2l.6l1-0-----1---O-\l,83O ---------------------27. SI 6.5 16.61 o 0 4,630 4,630 6,460 6,460 5,200 5,200 570 
------------------------ -
4,790 4,950 6,780 7,100 5,500 5, 50 
30.24 6.0 1 .12 23.12 0 0 0 0 1,990 2, 00 2,960 2,800 3,120 1,900 2,150 700 
------------ ------
------------------------------
0 
32.76 6.5 19.63 24.63 0 0 0 0 0 2, 00 3,060 2,800 3,320 1,900 2,350 -900 
-------- ---------------------- ------------ --------
35.28 7.0 21.15 26.15 0 0 0 0 0 2,SOO 3,220 2,800 3,640 1,900 2,580 -900 
------------'--------------- - ------------------
:)7.80 7.5 22. 66 27.65 0 0 0 0 
• '. 00 I ,.". 2, 00 3,940 --"""'--I~- -900 - ._---- -40. 32 8.0 24.16 29.lG 0 0 0 0 o 2, 00 3,500 2, '00 4,200 1,900 3,100 -900 
-
------.---- ------
42. 4 .5 25.67 30.67 0 0 0 0 o 2,800 1,900 2,800 1,000 1,900 600 
I 
-
TABLE II 
I JECTION PRESSURES AT 250 R. P. M. 
-
---
I 2 3 4 5 6 7 8 9 10 II 12 13 
------------ --- - -- ---------
P.+.lpl'l !J.+2Spl'l 
1. 1. I" pS1'1 1- - I - -I II. . Ih./in.' t t t '. VI pSt', 1. -JV 
ser.XIO' L/s sec. dog. 101 . 1 (in ./deg.) in ./sec. in ./scc. I\)./in. ' ,-- Ib./in.' Ill ./in. ' Ih ./in.' cleg. XIO' . Ib./in. ' 
A n A B A B 
---------
---
------------------------------
---
---
0 0 0 4S.1 1. 34 20.2 202 1, 190 0 2,SOO 2,800 2,800 
--- ---- ---------------
------------------------
2.52 0.5 .38 48.5 1. 35 20.3 253 1,200 0 2,800 2,800 2,800 
--- ------ --------- - --- ---
---------------------
2,800 2, 00 2,800 
5. 04 1.0 .75 4 .9 1. 36 2D.4 254 1,200 1, 190 3,900 5,180 3,960 -3D 
- --------------------------
------------ ------ ---
7.56 1.5 1.14 49.2 1. 37 20.6 256 1,210 1,200 4,000 5,200 3,9 0 -20 
------------------
------------------------------
10. 08 2.0 1. 52 49. 6 1. 38 20.7 258 1,220 1, 200 4,000 5,200 3,980 -20 
------------------------------------------ ------
12.60 2.5 1. 90 50.0 1. 39 20.9 260 1,230 1,210 4,010 5,220 4,000 -10 
---f----------------------------------f-------------
15.12 3.0 2.28 50.4 1. 40 21. 0 262 1, 240 1,220 4,020 4, 050 5,240 5,300 4,020 4,050 0 
------~I 1,250 1- -I- I-17.M 3.5 2.66 50. 1. 41 21. 2 1,230 4,030 4,050 5,260 5,300 4,04.0 4,050 10 
--- ------------------------I------- ------------
20.16 4.0 3.09 51. 2 I. 42 21. 3 266 1,260 1,240 4,040 4,060 5,280 5,320 4,060 4,070 20 
--------- - --- -
------I---------------- ------
22.68 4.5 3.45 51.5 1.43 21. 5 268 1, 270 1,250 4,050 4,060 5,300 5,320 4,00 4,070 30 
---f------------------------_. ---------_. ----------
I. 44 21. 6 270 1,280 
25.20 5.0 3.80 51. 9 0 0 0 0 1,260 4,060 4,060 5,320 5,320 4,100 4,070 40 
--- f------- - --- - --- - ------------------------
27. 1 5.5 4.18 52.3 0 0 0 0 1,270 4,070 4,060 5,340 5,320 4,120 4,070 50 
---r-----------f------- - ------------------------
1,2 0 4,080 4,060 5,360 5,320 4,140 4,070 
30.24 6.0 4.56 52.7 0 0 0 0 0 2,800 4,080 2, 00 2,760 1,900 1,850 60 
---------f----------------------------------------
32.76 6. 5 4.94 53. 0 0 0 0 0 0 2,800 4,070 2,800 2,740 1,900 1,840 -900 
---I------------------- ------------------------
35.28 7.0 5. 32 53.4 0 0 0 0 0 2,800 4,060 2,800 2,720 1,900 1, 830 -900 
---r-----r-------------- --- - ------------------
37.80 7.5 5.70 53.8 0 0 0 0 0 2,800 4,050 2,800 2,700 1,900 1,800 -900 
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To determine the values of the back-rushing waves, 
the graphical method is used. The range of values for 
Vi is from 104 inches per second to 416 inches per 
second. From equation (29), neglecting pz, 
(29a) 
_ 0.795 X lO-i ( 0.0154 )2 2 
- 2 X 0.000498 X 0.80 Vz 
= 0.0597 V22 
In Table III are tabulated the values of V2, P2, SpV2, and 
ZJ2 + SPV2· 
TABLE III 
UOl\IPUTATIO J OF pz & SPV2 
1 2 3 4 
- --- -
v, 
'" 
SPI', p ,+SPV, 
ill ./st.·c. II>./ in.' II> ./ill .' Ib./in.' 
100 600 <170 1,070 
200 2,390 950 3.340 
300 5,380 1,420 6,800 
I 
400 9,560 
I 
1,900 11.460 
SOO 14,940 2,370 17,310 
From Table III the curve of P2 against P2 + SPV2 is 
plotted. (Fig. 20.) It is also the curve of Pk -j 
2SPV"1 L in which V"I L is con idel'ed as the effcctiYc 
t -· 1-
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In column 10-A, Tables I and II are tabulated the 
values of Pk+SPVl L' This column is completed for 
t--
a 
all time intervals, since the waves are considered as 
~--------
being destroyed after the second reflection. In 
column ll-A are tabulated the values of Pk+ 2sPVI L 
I--
a 
From column ll-A and Figure 20 the values of P2 are 
determined. (Column 12-A.) The reflected waves 
- Ware equal to column 10-A minus column 12-A . 
They are tabulated in column 13. The reflected 
waves are then added to Pk + SPVI L at a time 2L/s 
I- -
a 
seconds after they appear in column 13. (olumn 
10- B.) Twice the values of the reDected waves are 
added to column ll- A in the same manner to deter-
10000ro-,-,-,-r.-,-,-""-,-.-,,-.-.-,,,, .~ a:ISt~,..'t olr l~j~C)iO~ J 11·· 1-1-
g-aooor-r- - b,Spraycut offbt250rp.m.1- . '-1-
~ c, spr.ay cut ~ff(fIOoor.p .. m. . . __ ~ SOOOI-~ ~t- 2S0rrE.m. j ~ ~~frr 1mr--:= 
~ 4000 ~ _ ~ ~ .!;- 1c l-t---e - '~.-=-t-::;-. -r ~I-'-~2000-I'a 
~ ~~-+-+-r~+-+-t-I-t-+-+-r4-+-+-~~~ 
'-<.. 
o .001 .002 .003 004 .005 
Time, :second 
FIGURE 21.-Pressures at discharge orifice at maximum and minimum pump 
speeds 
mine Pk+2 (SPVl L +SpV'j L)' equation (40) which is 
t-- I- -
a a 
the same as Pk + 2(F(t-;,)-W(t-;) (Column 
ll- B.) The corresponding values of P2 are entered in 
column 12-B. Column 12- B represents the instan-
taneous pressures. 
In Figure 21 the instantaneous pressures are plotted 
against time for 1,000 r. p. m. aod 250 r. p. m. It 
is seen that the curves are not the same, since the 
acceleration of the pump plunger with respect to time 
\'aries as the square of the pump speed. (Equation 
o .001 .002 .003 .004 005 
Time, second 
FIGUllE 22.-Rnte of fuel discharge at maximum and minimum speeds 
(52) .) Furthermore, the time of discbarge is greater 
at 1,000 r. p. m. because the pressure at the end of 
injection at the pump is higher at 1,000 r. p. m. than 
at 250 r. p. m. Since the pressure returns to the 
injection valve closing pressure, that is Pk, the fuel 
quantity discharged is equal to the fuel quantity 
displaced less the losses due to leakage, which are 
included in the assumption that the waves are dissi-
pated after the second reflection. The results show 
that although the desired conditions are not exactly 
obtained they are closely enough approached for prac-
tical purposes. 
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At 1,000 pump r. p. m. the pressures during the 
start of injection fall below the injection valve clos-
ing pressure. Under these circumstances the in jec-
tion valve might or might not close, depending on the 
inertia and on the period of vibration of the injection 
valve stem and spring. However, in order to avoid 
a possible closing, it would be better to retard the start 
of injection at 1,000 r. p. m. a few degrees past the 
ol-jginal start position of 5°, and also to retard the 
stop of injection accordingly. It must be remem-
bered that the by-pass valve does not open ins tan-
taneously at the end of injection, as is assumed in the 
computations, so that the abrupt drops shown in the 
two curves do not occur. Instead, the' phenomenon 
is affected by the rate of opening of the by-pass valve, 
so that, although the pressure falls rapidly, there is 
an appreciable time required for the effect of the 
pump plunger motion at cut-off to disappear. 
Figure 22 shows the rates of fuel discharge at the 
maximum and minimum pump speeds. ince the 
rate of discharge varies as the square root of the 
pressure, the curves show less variation than the 
pressure curves. 
(b) TO DESIGN A PUMP TO GIVE A DEFINITE RATE OF FUEL 
DISCHARGE 
Assume the following conditions: 
8 
o 
Pump r. p. m.-1,500. 
Fuel quantity to be injected-0.00030 lb. 
Average injection pressure-4,000 lb. per sq. in. 
Injection period-15° pump rotation. 
Injection tube length-20 in. 
Coefficient of discharge of discharge orifice-0.80. 
Rate of fuel injection-see Figure 23. 
----
.-----
--
'--r--
--
I--
.000 4 .0008 .00/2 .0016 .0020 
Time, second 
FiGURE 23.-Assumed rate ollueJ discharge 
The diameter of the discharge orifice is determined 
by equating the mean velocity of flow through the 
discharge orifice multiplied by the time of injection to 
the total quantity discharged. Since the total quan-
tity Q is equal to the total weight m, divided by the 
density 
~=ac !2P t 
'Y -y P 
m 
a=-----;-= 
'Yct-J2: 
ubstituting the numerical values 
3.0 X 10-4 
a = -------::-15=------r j =::2:=X=47:0:==0=='0= 
0.0307 X 0.80 X 6 X 1500-Y 0.795 X 10 4 
= 7.32 X 10-4 in.2• 
Solving for d, the diameter of the orifice, 
d=0.031 in. 
(63) 
(64) 
The diameter of the injection tube is obtained from 
equation (45) 
(45a) 
But V2 the velocity in the injection tube at the dis-
charge orifice, is given by 
V _ ac j2P2 2 - T-Y p (65) 
The maximum value of V2 occurs at the end of the 
injection period at which time ac-J2p/ p is given from 
Figure 23 as 6.87 cubic inches per second. Substituting 
in equation (45a) and since T=~ D2 
D= 2000 XO.0251 
6.87 
1!..D2 
4 
= 0.175 in. 
T = 0.0241 sq. in. 
in which 0.0251 is the kinematic viscosity at 4,000 
pounds per square inch in units of inches2 seconds- J 
obtained by the method given in Appendix III. Al-
though the maximum pressure in the injection tube 
will be greater than 4,000 pounds per square inch, the 
tube diameter determined from the average pressure 
will be sufficiently accurate. It is noticed that D is 
determined from V2 instead of Vl, the velocity relative 
to the pump plunger as is given in Appendix III. 
Consequently, when the maximum value of Vl is deter-
mined, it will be necessary to determine the pressure 
losses from equation (47). If the losses are large the 
computations must be repeated for a new value of th e 
injection tube diameter. 
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The velocity VI at the entrance of the injection tube 
is determined from equation (25) 
P2+ psv2=p,,+2psV"1 L 
t--
8 
(25a) 
in which V"I is the sum of the velocity originating at 
the pump plus that of the reflected wave. Solving 
for v" I 
v"l L =.![l (P2-Pk) +V2] (66) 
t-- 2 pS 
-
In column 1 of Table IV the time of injection is 
divided into intervals of Lis, 20/59,600, seconds. The 
corresponding times in pump degrees are tabulated in 
column 2. The corresponding rates of discharge 
obtained from Figure 23 are displaced Lis seconds and 
The values of V'I are now computed and tabulated in 
column 6. 
The velocities VI at the entrance to the injection 
tube are determined from the values of V'I and equa-
tion (32) 
(32a) 
in which W represents the wave reflected from the 
discharge orifice at the time under consideration. The 
value of W also represents the reflected wave which 
again reaches the discharge orifice 2Lls seconds later. 
The values of - Ware entered in column 7. The com-
putations show that - W is negative at times of 1.0 
and 1.5 Lis seconds, since at both these times V'I is 
I - L I8 
less than V2 This negative value would result in an 
irregular cam to compensate for the wave of rare-
TABLE IV 
COMPUTATIOr S TO DETERMINE v , 
1 2 3 4 5 
------ ------ ---
t 0 R "2 p, L is deg. in.'/sec. in./sec. Ib./in.' sec. 
---------------
0 0 0 0 2,000 
---------------
0.5 1.5 0 0 2. 000 
---------------
1.0 3.0 4.87 202 2,750 
------
1. 5 4.6 5.07 211 2,990 
---------------
2.0 6.1 5. 28 219 3,240 
------
---- -----
2.5 7.6 5.4 227 3, 490 
--------- ------
3.0 9. 2 5.68 236 3, 740 
---------------
3. 5 10. 7 5. 9 244 4,030 
---------------
4. 0 12.3 6.09 256 <1,310 
---------------
4. 5 13.8 6. 29 261 4,600 
------- - - ---
5.0 15.3 6. 50 270 4, 900 
---------------
5. 5 16.8 6.70 278 5,220 
---
6. 0 1 .3 6.90 286 5, 530 
tabulated in column 3. Oolumn 4 contains the values 
of V2 obtained by dividing the rates of discharge by the 
area of the injection tube. Oolumn 5 contains the 
values of P2 obtained from Figure 23 and equation 
(63). The value of p,,-the injection valve closing 
pressure-depends on the value of the injection valve 
opening pressure. An opening pressure of 2,600 
pounds per square inch is chosen, 150 pounds per square 
inch less than the initial discharge pressure. The clos-
ing pressure should be sufficiently high so that the 
values of VI are not excessive, but at the same time the 
closing pressure must be low enough so that the differ-
ence in the forces on the injection valve stem before 
and after the injection valve has opened is sufficient 
to assure a rapid movement of the injection valve stem. 
A value of 2,000 pounds per square inch will be used. 
G 7 8 9 10 
---
---
------ ---
VI' 
-w V,' f! t I-LI8 Ib./in.l t-L 18 in./sec. sec.XIO I in./sec. in./sec. 
------ ------
- --
0 0 0 
---------------
0 0 0 210 1.68 
---------------
I 0 - 100 0 210 3. 36 
------------
---
210 - 5 210 271 5. 03 
------------
---
240 100 240 302 6. 71 
---- - - ---
------
271 210 271 337 .39 
------------
- --
302 320 302 351 10.00 
------ ---------
336 440 337 360 11.78 
---- - -
372 550 351 373 13. <12 
---- - - ---------
405 361 386 15.10 
---
441 373 394 16. 78 
------
478 386 0 18.45 
- --
510 394 0 20.13 
faction. To avoid this it is advisable to start injection 
later. At the time of 1.5 Lis seconds the negative 
wave is negligible so that injection will be started at 
this point; that is, at 0.5 Lis seconds at the pump. 
Substitution in equation 41 shows that the value of 
VI for no reflection is 212 inches per second, approx-
imately the value of V2 at 1.5 Lis seconds. The value 
of VI , column 8, are obtained by dividing the 
/-LI_ 
value - W which occurs 2Lls seconds earlier by ps and 
subtracting from the values of V"I 
t-Lls 
210 . / VI4.5LI,=405-4. 74 =361 m. sec. 
The values of VI are equal to the values of VI but 
/-LI, 
occurs Lis seconds earlier. They are correspondingly 
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entered in column 9. In Figure 24 the values of VI 
are plotted against time in seconds. 
The diameter of the pump plunger is determined 
from the permissible acceleration and from the curve 
of VI against time. To determine the acceleration 
relative to the velocity in the injection tube, the 
4 00 
_ i-o-
V !--
-
---
V 3 00 
V V 
/00 
I 
o .0002 .0004 .0006 .0008 .0010 .0012 .0014 .0016 
Time, second 
F IGU RY. 24 
equation of the curve in Figure 24, in which zero time 
equals 0.5 L/s, is determined by assuming that th 
curve is of the general form 
(67) 
in which I is the value of VI for t = O. The solution of 
equation (67) is obtained by solving three simultaneous 
equations in A, 0, and G. A fourth equation is not 
needed since I is determined directly from the curve. 
Any three sets of values for VI and t may be chosen. 
It is, however, advisable to choose values fairly well 
distributed along the curve. For values of time of 
0.0004,0.0008, and 0.0012 second the eql)ations become 
285= 64 X I0- 12A+ 16 X I0-08 + 4XI0-4G+210 
340 = 512 X I0- 12A+ 64XI0-08 + 8xlO-4G+2I0 
375 = 1728 X 1O-12A + 144 X lO-OS+ 12 X 10-4G+ 210 
Solving for A, 0, and G 
A=O 
0= - 0.625 X 108 
G= 21.3 X 104 
Substituting in equation (67) 
(67a) 
The equation for the acceleration is obtained by 
taking the first derivative of VI with respect to t 
~~1 = _ 0.313 ~ 108 t + 21.3 X 104 (68) 
The maximum value of acceleration OCClli'S at t = 0 and 
is equal to 213,000 inches per second per second. 
Assume that the maximum permissible acceleration of 
the pump plunger is 24,000 inches per second per 
second. The ratio of the pump plunger area to tbe 
area of the injection tube must be 213,000/24,000 or 
8.87. The plunger area is, therefore, .87 Xi 0.175 2 
or 0.213 square inch. The diameter of the pump 
plunger is 0.521 inch. 
The equation of the lift of the pump plunger is 
obtained by dividing equation (67a) by 8.87 and 
integrating between the limits to and t 
Vo= -0.705 X I0 7 t 2+2.40 x I0 4 t+23.7 (69) 
S = - 2.35 X 10 6 t 3+ 1.20 X 10 4 t 2+ 23.7 t+So (70) 
in which va is the velocity of the pump plunger, S the 
lift at any time t, and So the lift at the start of inj ection. 
The lift of the plunger during injection is obtained by 
letting t equal 16.7 X 10 -4 second 
S= 0.0621 inch 
The total fuel quantity displaced during injection is 
Q = 0.213 X 0.0621 
= 0.0132 cubic inch 
APPENDIX I 
SAMPLE CALCULATIONS CONSIDERING COMPRESSIBILITY BUT NEGLECTING PRESSURE WAVES 
Consider the following experimental conditions: 
PI-2,850 lb. per sq. in. 
L-34 in. 
T-0.0148 sq. in. - 0.138 in. diameter. 
A-0.0985 sq. in. - 0.354 in. diameter. 
n-750 r. p. m. 
'1'-0.0307 lb. PCI' cu. in. 
p-0.0307/(32.2 X 12) = 0.795 X 10- 4 lb. sec.2 in. - 4 . 
a- 0.000314 sq. in. - 0.020 in. di.ameter. 
c-0.94. 
E-2 4,000 lb. per sq. in. 
LeL the motion of the injection pump plunger be given 
by Figure 5. The volume of the injection tube i 
0.509 cu. in. The displacement volume of the pump 
from the start of the injection to the top of the pump 
stroke is 0.027 cu. in. The total :volume is 0.536 cu. 
in. This volume will be considered to be 0.552 cu. in. 
to correspond with the experimental results already 
presented. As the tube volume is considerably greater 
than the pump volume, equation (6) is used. The 
value of (Jb - (Ja is taken as 2°. First the constant of 
equation (6) are derived. 
ac~~ =3.14 X 10-4 X 0.94..J 0.7952X 10 
=4.69 X 10-2 
2 2 2 ~=2.20X 10-3 
p 
12n Ro = 12 X 750 X 0.552 = O. 75 X 10-2 
Ob-(Ja E 2X2 4,000 
144n
2
AVR o= 12nRo X I2nAV= 0.75X10-2 
((Jb - (Ja)E ((Jb - (Ja)E 
X 9.000 X 103 X 0.9 5 X 10- 1 V 
= 7.76V 
144 n 2Ro2 -4(087r.: 0-2)2 - 0 0- 4 ((Jb-(Ja)2E 2 Pa- . o X l Pa - .765 X l pa 
,- _ -4.69X IO- 2+.J2.20 XI O 3+7.76V+0.765Pa X IO 4 
vPb - O. 75 X 10 2 
= - 5.36 + .J2. (6) 
The difference in Ro at the starL of injection and Ho 
at the end of inj eetion is 0.024 cu. in.; this difference 
of 4 per cent of the total volume is negligible. 
Equation (6) is now solved for the various values of 
Pb in terms of V and Pa. First tabulate in column 1 of 
Table V the values of (J taken at 2° intervals. In 
column 2 tabulate the total pump displacement, 
column 1 plus 132°. In column 3 tabulate the values 
of V obtained from Figure 5 and column 2. Column 
4 is the product of V and 1.015 X 105• To column 4 is 
added 30 (30 is used in place of 28.8, since the values 
are computed to the closest 10 lb . per in.2), the first 
term under the radical in equation (6), column 5. 
To column 5 is added Pa, rem mbering that Pa is equal 
to Pb for the time interval 2° earlier than that under 
consideration. Column 6 for (J = 0 is the inj ection valve 
opening pressure, which is also Pb for (J = 0, so the actual 
calculations start at (J = 2°. Column 6 at 2° is, there-
fore, 2,850 lb. per sq. in. plus 730 lb. per sq. in. or 
3,5 0 lb . per sq. in. In column 7 is tabulated the 
square root of column 6. In column 8, 5 is subtracted 
from column 7 (5 is used in place of 5.36 since the 
accuracy of the computations does not warrant the 
extra figures). Column 8 is, therefore, the square root 
of Pb' The values of column squared are entered as 
Pb in column 9. This process is repeated in eaeh elise, 
using for Pa the preceding value of Pb until the injec-
tion process is completed. The results of Table V 
are plotted in Figure 25. 
The total fuel quantity discharged up to the point 
of cut-off at the pump is equal to the total fuel quan-
tity displaced less the fuel absorbed by compression. 
The fuel quantity displaced is 0.0985 in.2 X 0.24 in. = 
0.0234 cu. in. The fuel absorbed by compression is 
equal to the final pressure minus the initial pressure 
multiplied by the total volume divided by E. Assum-
ing the initial pressure was 2,000 lb. per sq. in., Qc= 
(3,360-2,000) X 2045~~0=0.0026 cu. in. The total 
, 
quantity discharged is 0.0234-0.0026=0.0208 cu. in. 
In the calculation of Table V it was assumed that 
the pressure in the injection tube before the start of 
injection was close to the injection valve opening pres-
sure, and, consequently, after the by-pass valve closed, 
a negligible part of the motion of the pump plunger 
was necessary to raise the pressure to the injection 
valve opening pressure. Under these conditions it is 
necessary to have a check valve beLween the entrftTIce 
:31 
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t o the injection tube and the fu el pump so that the 
pressure in the inj ection tube can not drop to atmos-
pheric when cut-off OCCUTS. Evaluating equation (11) 
for the conditions under consideration, 
has dropped to the initial pressure, the total discharge 
is equal to the total fuel quantity displaced, but the 
= [ ...)4750 - 2.84 X 105 X 2.95 X 10-4 tJ2 
p 0.529 X 1.26 X 10 2 
= [69 .0 - 1.26 X 104tj2 
.t 
;.8000 
~ 
:Q 
~4000 
v, 
~ 
a 
--
002 
f-" 
.004 .006 
Time, second 
....... 
....... 
....... 
008 
Taking t in intervals of 2 pump degrees (0.00044 
second) , T able VI is obtained. If it is further assume 
that the closing pressure of the inj ection valve is 
2,000 lb . per sq. in., the discharge from the valve 
stops approximately 8 pump degrees after cut-off at 
the pump. The results of T able VI are also plotted in 
Figure 25. Since, at the end of injection, the pre sure 
FIGURE 25.-Instantaneous pressures computed (rom equations 
(6) and (11). Tube lengtb=34 inches; pump speed=75O 
r. p. m .; orifice diameter=O.020 inch 
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injection period at the discharge orifice is 0 longer 
than at the pump. 
TABLE V 
COMP UTATIONS ACCORDING TO EQUATIO (6) 
2 3 ~ 5 G 7 8 9 10 
-- ---
---
----------------
Total V(in./ 1.015X10· (4)+30 p.+(5) ";W ..fiib p, Time deg. deg.)X103 V lb./ in.' sec.XlO' 
-- - ----- --- - ----------
---
132 6.6 670 700 2,850 0 
------------------------
134 6.9 700 730 3,680 60 55 3,010 4.4 
--------------
136 7.3 740 770 3,780 61 56 3,140 8.9 
------------------------
138 7.8 790 820 3,960 63 68 3,360 13.3 
-------------- ----------
140 8.4 850 880 4,240 65 60 3,600 17.8 
-------- ------
142 8.9 900 930 4,530 67 62 3,840 22.2 
-- ----------
144 9.4 950 980 4,820 69 64 4, 100 26.6 
------------------------
146 9.8 990 1,020 5,120 72 67 4,500 31. 1 
- - ----------------------
148 9.8 990 1,020 5,520 74 69 4,7SO 35.5 
--- - - -------------------
150 9.5 960 990 5,740 76 71 5,050 40.0 
------------------------
152 8.9 900 930 5,980 77 72 5,200 44.4 
----------------
154 8.2 830 860 6,060 78 73 5,350 48.8 
- - --- --- - --- - - ----------
156 7. 2 730 760 6,110 78 73 5,350 53.3 
----- ------- - - ----------
168 6. 3 640 670 6,020 78 73 5,350 57. 7 
- - ------ ----------------
160 5.4 550 680 5,930 77 72 5,200 62. 2 
------------------------
162 4.6 470 SOD 5,700 76 71 5,050 66.6 
------------------------
164 3. 8 390 420 5, 470 74 69 4,750 71. 1 
TABLE VI 
COMPUTATIO NS ACCORDING TO EQUATION (11) 
1 2 3 4 5 6 
-------- --------
Sec.XlO' Deg. Total 1.26X1O't ..fii, Ib.~n.2 deg. 
-(4) 
-------- --------
0 0 164 0 4, 750 
----------------
4.4 2 166 5 63 3,900 
----------------
8.8 4 
- 168 11 68 3,400 
----------------
13.2 6 170 17 52 2,700 
----------------
17. 6 8 172 22 47 2,200 
----------------
22.0 10 174 28 41 1,700 
t 
L/a 
1 I 0 2 0.5 
31 I. 0 4 1.5 
5 2.0 
6 2.5 
71 3.0 8 3.5 
9 4.0 
o 4.5 
-
TABLE VII 
COMPUTATIONS OF INJECTION PRESSURES ACCORDING TO EQUATION \15) 
4 10 11 12 
---,-- --F- J>.+F p.+ap&'t_!;-+ap&l't_~* ' lb./in I p'+2(apU't_~+apV"t_t) =PI+apu" lb ./in.' 
tX 10' t I Total I . Va .0 t', F(l) I (t-~) (_~) a a S I 
sec. dpg. deg. (In./deg.) in./sec. in./<ec. apt, a t a I I I I I I I 
X 10
3 I A D C D E F GAB C D E F 0 
------1----- ------, 
o 0 132 6.6 29.7 197 g30 0 2,000 2,000 
< 000 
3: 860 
3,900 
2. 85 I. 5 133. 5 6. 8 30. 6 202 950 0 2, 000 2, 000 
--~------------- -- '--11--- I~--I--I--I--I--I--
o 2, 000 I 2, 000 
3,980 
5. 70 2.5 134.5 7.0 31. 5 209 990 930 2,930 2,930 
8.56 1. 0 136.0 7.3 32.9 218 I, (}l0 950 2,9.10 2,950 
11. 4 5.0 137.0 7.6 34.2 226 1,070 990 2,990 2,990 
14.3 6.5 138.5 8.0 36.0 238 1,130 ~~1 3,0401----I----,------------I---
:1,070+120 
4,080 __ 1 __ 1 __ 1_-1 __ 1 __ 
17.11 7.5 139.51 8. 31 36.91 2441
1
, 150 1,070 3,070 3,070 3,190 I I I 1 4' 140 1 4,380 20. a 9. a 14 1. 0 8. G :l8.7 256 1,210 1,130 3, 130 3, 130 3,270 4,260 4,540 
22. 8 10.5 142. 5 9.0 40.5 268 1,270 1,150 3,150 3,150 3,320 4,300 4,640 
25.7 I I. 5 143.5 9.3 41. 9 277 I, 310 1,210 3,210 3,210 3,410 4,420 4,820 
-- ----------- ---- --1--1--1--1--,--
1 
2 
3 
4 
5.0 I 28.5 5.5 31. 4 
6.034.2 
6.5 37. 1 
7 
8 
9 
10 
5 
6 
7 
8 
7.0 I 39.9 7.5 42.8 
8.0 45.7 
8.548.5 
3,790 
3,790 
3, 790 
3,760 
3,960 
4, 000 
4,020 
4,030 
_,,';'+640 
4, ().j0 
4,090 
4, 120 
4,150 
4,800 1
5
,580 1
5
,920 1
6
,OBO I IJ 1 15 ~~ ~800 ~OOO ~~ U ~- ~- ~~ ~~ ." 4,560 5,520 6,060 6,300 18 
- ----------- ---
19 
20 
21 
22 
23 
24 
25 
26 
27 
28 
29 
30 
31 
82 
33 
9.0 I '>1. 4 9.5 54.2 
10.0 57.0 
10.5 60.0 
11. 0 
11. 5 
12.0 
12 . .> 
13.0 
13.5 
14 . 0 
14. ,5 
15.0 
15.5 
16.0 
* o,'=Velocities of reflected waves reaching pump plunger at t- ~. 
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T ABLE VII-Continued 
COMPUTATIONS OF I NJECTIO N PRESSURES ACCORDING TO EQUATIOK (15)-Continued 
13 14 15 16 17 18 
------ ---
p" lb'/sq.' spu2, lb./io.' 
Wet) 17(t) Yet) R(t) 
I 1])./io' lb./io.' lb./io.' lb ./io.' A B C D E F a A B C D E F (; 
--- - -- --- --------- ------ --------- ------ - --------------
I 
2 
------- --- ---- ----- ----------------------- - - - ------------
2,000 0 0 
3,050 810 - 120 
3,090 810 -140 
3,160 820 -liO 
) 3, 240 840 -200 
---------
- I- --- ---------------
I 3,290 3,5 10 850 870 -220 -320 
8 3,400 3,660 860 880 -270 -390 
9 3. 440 3.750 860 890 -290 -430 
10 3,550 3,910 870 910 
-340 -500 
--------- ---- -- - - - ------------ - - - ---
Il 3,660 4.050 4,230 880 930 950 -390 -560 -640 
12 3. 730 4,2 10 4,420 I 890 950 980 - '120 -630 -720 13 3,800 4,320 4,560 900 960 1,000 
-450 -680 -780 
14 3,870 4,480 4,760 I 910 980 1,020 -480 -750 -870 
---- -------- - --1------
---
- ----- - -- --
15 3,880 4.580 4,890 5,030 920 1,000 1,030 1,050 
-480 -700 -930 -900 
16 3,830 4,600 4,960 5,120 I 910 1,000 1,040 1,060 
-
-460 -810 -960 -1,030 
17 3,780 4,580 5,000 5,180 900 1,000 1,640 1,060 -440 -790 -980 -1,060 
18 3,670 4,530 5,010 5,230 
- L- 890 990 1,050 1,070 -390 -770 -980 -1,080 --- ---I 
19 3,580 4.450 5,000 5,250 5, 360 880 970 1,040 1,070 1,080 -3:;0 -740 -980 -1,090 
20 3,460 4,280 4,910 5, 180 5,310 860 960 1,030 1,060 1,070 -300 -660 -940 -1,060 
21 3,340 4,120 4,750 5,090 5,240 840 940 1,010 1,050 1,060 -250 -590 -870 -1,020 
22 3,160 3,850 4,530 4,910 5,090 820 910 990 1,030 1,050 -170 -470 -770 -940 
----------------1------ ---
23 2,980 3,600 4,300 4,730 4,930 5,020 800 880 960 1,010 1,030 1,040 -90 -360 -670 -860 
24 2.870 3,390 4,030 4,530 4,750 4,850 770 850 930 990 1,010 1,030 -50 -270 -550 -770 
25 2,700 3. 140 3,740 4,260 4,510 4,640 760 820 900 960 990 1,000 +30 -160 -420 -660 
26 2.620 2,910 3,440 3,980 4,280 4,410 740 790 860 920 960 970 +60 -60 -290 -530 
----------------------------------------
27 2,460 2. 620 3,090 3,640 3,970 4,140 4,210 720 740 810 880 930 940 950 + 130 +60 -140 -380 
28 2,360 2,450 2,840 3,330 3,720 3,880 3,990 720 730 780 850 900 940 930 + 180 +140 -30 -240 
2. 220 2,170 2,400 2,950 3,370 3,550 3,660 680 670 730 790 850 870 880 +230 +250 + 120 -130 
29 1,450 1,400 1,730 2,160 2, 580 I 2, 760 2,860 550 540 590 680 740 760 780 +550 +570 + '130 +260 
30 1,450 1,360 1, 560 1,950 2,360 2,580 2,700 550 520 560 630 700 740 760 +550 +580 +500 +340 
2,1oOi2.340 ---31 1,4.50 1,240 1,350 1,690 2,480 550 500 530 500 660 700 720 +550 +630 +500 +450 
32 1. 450 1, 150 1. 210 1,480 _1,840 1~ 2,330 550 490 510 580 640 680 710 +550 +670 +650 +550 
33 1,450 560 540 750 1, 030 1.320 1,450 550 340 320 390 450 520 550 +550 +890 +890 +820 
19 20 
------
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---
---
------
------
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-870 -910 
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------
-520 -600 
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-260 -340 
+80 0 
+170 +80 
------
+280 +180 
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---
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21 
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APPENDIX II 
SAMPLE CALCULATION CONSIDERING P RESSURE WAVES 
Consider the conditions under which equations (6) 
and (11) were evaluated: 
Pk-2,000 lb. per sq. in. 
L-34 in. 
T-0 .01498 sq. in. 
A-0.0985 sq. in. 
A ~6.6. 
n- 750 r. p. m. 
-y- 0.0307 lb. per cu. in. 
p--0.795 x 10- 4 lb. sec.2 in. - l. 
a- 0.000314 sq. in. 
c-0.94. 
r-50.8. 
ac 
s-59,600 in. per sec. 
Using equations (14) and (15) : 
Tabulate in Table VII, column 1, the time in unit 
of 0.5 Lis in which 
L 34 8" = 59, 600 sec. = 0.000572 sec. 
(any multiple of L is less than 1 could be used.) In 
column 2 tabulate the time in units of second . In 
column 3 tabulate the time in units of pump degrees 
from the equation 
8=6 nt (51a) 
in which 8 is the rotation of the pump in degrees and 
n the pump r. p. m. From Figure 5 it is seen that the 
by-pass valve closes at 132 pump degrees; conse-
quently the total pump rotation-tabulated in column 
4-for any time is 132, plus the corresponding value 
in column 3. From column 4 and Figure 5 the pump 
plunger velocity is obtained in units of in. per degree, 
and is tabulated in column 5. The velocity is changed 
to units of in. per second by multiplying the values in 
column 5 by 6n, column 6. By multiplying the values 
in column 6 by AfT, equation (19), the corresponding 
values of VI are obtained, column 7. The values in 
column 7 are multiplied by sp to obtain the values 
of the waves originating at the pump plunger at each 
time ordinate, column 8. Since each wave reaches the 
discharge orifice Lis seconds after it originates at the 
pump plunger, the values in column 8 are tabulated in 
column 9, but displaced by a time interval of L is 
seconds. Column 9, therefore, represents the values of 
F(t- Lis) in equations (21). By adding these values 
to Pk the effect of the oncoming wave originating at 
the pump plunger plus the static pressure in the 
injection tube is obtained, column 10. The values are 
tabulated again in column 11-A. The next step is to 
obtain the value of the back-rushing wave W. The 
graphical method is used. From equation (29) 
(29) 
Neglecting pz 
- 0.795 X 1O-~ 5082. ~- O 1027 ~ p~ - 2 . 02 - . V2 . 
From Table VII it is seen that the maximum value of 
VI is 295 in. per second. Consequently, P2 is evaluated 
for values of V2 up to 300 in. per second. From these 
values corresponding values of P2 + SpV2 are obtained. 
TABLE VIII 
CO~IPUTATIO J OF 
I 2 3 4 
-- -- ---
r, p, 8p l:2 P2-t8p l''J 
in./scc. lb./sq. in. lb ./s'l. in. lb .lsq . in. 
100 1,026 437 1,499 
150 2,310 710 3,020 
200 4,100 950 5,050 
250 6,410 1,180 7,390 
300 9,230 1,420 10,650 
(Table VIII.) The curve in Figure 26 for pV2 against 
P2 +SpV2 is plotted from Table VIII. ince P2 + SPVZ = 
Pk + 2sPVI L (equation 25), this is also a curve of spt'z 
t-'3 
against PI; + 2spvI L' In column 12-A are tabulated 
t- ; 
the values of pl; + 2spvI Lfrom the sum of column 11 
• 
plu column 9. With these values of P k+ 2sPV, L the 
t--
8 
corre ponding values of SpV2 are obtained from the 
curve in Figure 26 and tabulated in column 14-A. 
Column 14-A represents the part of the oncoming wave 
psv\ which is lost to discharge through the discharge 
orifice. Therefore, the reflected part of the oncoming 
waveis column 14-A minus column 9. (Equation (32) .) 
These values are entered in column 15. The value of 
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P2 (column 13-A) can now be obtained by subtracting 
column 14 from column 12, or by subtracting column 
15 from column 11. (Equation (25)). Column 14 can 
be eliminated from the computations entirely by 
plotting a curve of P2 against P2 + SpV2 from Table VIII. 
The values of spV~ are incorporated in Table VII to 
show the amount of the oncoming wave energy that 
is lost to discharge. On the completion of the process, 
the values of P2 in column 13-A represent the first 
three terms in the right-hand member of equations 
(14) and (15). At the end of the third phase, t = 3LIs 
seconds, the reflected wave from the first phase 
(column 15) has again reached the discharge orifice 
and must be added to the values of column] 1. This 
is done in column ll-B, so that column ll- B repre-
ents the oncoming wave dill'ing the fourth pha c, and 
can be treated as a single wave. Consequently, a 
corresponding series of values for column 12 must be 
t/OOOO 
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FIGURE 26. 
obtained (column 12- B) which start at a time of 
3LIs seconds. From columns 12- B and ll- B , columns 
14- B and 16 are obtained. Column 16 represents the 
reflected portion of the wave originating in the phase 
under consideration plus the refl ected pOItion of the 
wave reflected at the discharge orifice 2LIs seconds 
earlier. Consequently, if column 15 is subtracted 
from column 16, the result is the portion of column 15, 
phase of 2LIs seconds earlier, that is now r eflect d. 
Therefore, the difference between column 16 and col-
umn 15 must always be less than the value of column 
15 for a time of 2LIs seconds earlier. 
This process is continued un til the inj ection process 
is completed. From Table VII it is seen that the by-
pass valve in the fuel injection pump opens, stopping 
the injection process at the pump at t = 13LIs seconds, 
so that after 14 L js seconds, the values of column 9 
become zero. If the check valve at the entrance to the 
fuel injection tube closes instantaneously, the pressure 
waves that are oscillating in the injection tube con-
tinue, although there is no reenforcement from tbe 
fuel pump plunger. The injection process continues 
until the energy of these waves at the discharge orifice 
becomes less than the injection valve closing pressure, 
in this case, 2,000 lb. per sq. in. The total fuel 
quanti ty discharged during the inj ection process is 
obtained, as before, by subtracting from the fuel 
quantity displaced by the pump plunger the fuel lost 
to compression. Since, in this particular case the 
valve closing pressure is equal to Pk, no fuel is lost to 
compression. 
To find how an individual wave originating at the 
pump plunger loses its energy because of the discharge 
through the discharge orifice, consider the initial wavc 
originating at t = O. Thc intensity of this 'wave is 
930 lb . per sq. in. Howevcr, 810 lb. per sq. in. of it 
are lost because of discharge when the wave first 
reaches the discharge orifice at t = L is seconds. The 
remaining 120 lb. per sq. in. is reflected to the pump 
plunger, and is again reflected to the discharge orifice, 
reaching it at t = 3LIs seconds. Its reflected intensity 
is column 16 minus column 15 for t = 3LIs seconds, 
100 lb. per sq. in. When it again reaches the dis-
charge orifice, t = 5LIs seconds the reflected portion, 
column 17 minus column 16, is 80 lb. per sq. in. On 
its next reflection it is reduced to 60 lb. per sq. in., 
then to 40 lb. per sq. in., until at t=13Lls seconds the 
original wave of 930 lb. per sq. in. has been reduced to 
30 lb . per sq. in. because of the energy lost to discharge. 
From this point on the wave is neglected as being 
negligible. 
From Table VII a series of curves may be drawn 
representing the pressures at the discharge orifice 
caused by thc various pressure waves as expressed in 
~quations (14) and (15). First, the static pressure in 
the injection tube, Pk is plotted. (Fig. 27.) To this 
is added the values of F(t - L is) from column 9 of 
Table VII. This curve is designated F(t- L is) . 
The reflected portion of this curve is added W(t- Lis) . 
(Column 15.) The values of W(t- Lis) again r each 
the injection valve 2LIs seconds after they left it. 
Consequently, the values of W(t- L is) are again 
added to the curve but offset a time of 2LIs seconds 
and designated U(t- 3Lls) . The reflected portion of 
U(t-3Lls), designated V(t-3Lls) , is obtained by 
subtracting column 15 from column 16. This process 
is continued until the injection process is completed. 
The addition of all the waves constitutes the total 
pressure, and is indicated in Figure 27 by the upper-
most line. It is seen that the curve jumps at all 
values of TiLls where Ti is an odd number, but that the 
jump continually decreases in intensity. At L is 
seconds after the end of the injection process at the 
pump, F(t - L is) becomes equal to zero, and the curve 
has an instantaneous drop. The injection process at 
the discharge orifice continues, however, until the 
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other waves in the injection tube have decreased so 
that the pressure at the discharge orifice becomes less 
than 2,000 lb. per sq. in., the injection valve closing 
pressure. 
The solution of the instantaneous pressure accord-
ing to equation (39) is given in Table IX. Oolumns 
1 to 10 are the same as columns 1 to 10 of Table VII. 
5500 
t=3LIs the jump in the curve occurs, so to column 10 
is added the value of - W obtained from column 14 
for the time 2LIs seconds before the time under con-
sideration. These values are entered in column 11 
with the two values shown at t = 3L/s seconds. 001-
umn 12 is now column 11 plus the difference between 
column 11 and p", Oolumn 14, as in Table VII, is 
o (t -9 L /s) lvf(t -9 L / s) 
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]'JQURE 27.-Instantaneous pressures computed from equation (39) 
W=Rellected portion of F U(t-3~) = w(t- ~) 
V= «U X(t-5~)= V(t-3~) 
y= • X J((t-7~)= Y(t-5~) 
R= « [( 0(t-9~ ) = R(t-1~) 
_\J= 
N= 
· 0 
. p 
"T 
p(t-Il~) =M(t-9~) 
T(t-13~ ) =M(t-IJ ~) 
S(t-13L/s) 
T(t -13L/s) 
N(t-IIL /s) 
P(t -IIL /s) 
M(t-9L/s) 
0 (t -9 L/s) 
R(t -lL/s) 
K(t -7L/s) . 
·Y(t-5Lj. ) 
X(t-5L/s) 
16 17 
Column 10, however, contains in a single column the 
sum of all the onrushing wave. In column 11 for 
the time interval from t =O to t = 3LIs seconds the 
values of p" + F(t - Lis) are tabulated as before, and 
the results in columns 12, 13, 14, and 15 for the same 
interval are tabulated as in Table VII. However, at 
obtained from Figure 26. Oolumn 13, P2, is column 
12 minus column 14. In the completed table column 
13 contains only the final pre sures and not the indi-
vidual pressures from the various waves. As is seen, 
the calculations are much shorter and simpler to handle 
than those given in Table VII. 
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TABLE I X 
COMPUTATIONS ACCORDING TO EQUATIOI (39) 
1 2 3 <l 
_5[_6 7 9 10 I 11 12 13 U 15 
- - -- - - -
t tXW' t Total . Vo vo v, F(t) F(t-Lls) [ik+ Pk+F(t-L/s) Pk+2F (t-Lls) p,Jb./in.' W' L I8 sec. deg. deg. (l~~%e,~.) in./sec. in ./sec. 8pVI F t-LI8) - W(t-2 L18) -2W(t-2 L18) 8pV, 
- - - - -- - - --- ----------
0 0 0 132 6.6 29.7 197 930 0 2,000 2,000 
----------------------
0.5 2. 85 1.5 133.5 6.8 30.6 202 950 0 2,000 2, 000 
----------------------
0 2,000 2,000 2,000 2, 000 a 0 
1.0 5.70 2.5 134.5 7.0 31. 5 209 990 930 2,930 2,930 3,860 3,050 810 -120 
----------------------
1.5 .56 4.0 136.0 7.3 32.9 218 1,040 950 2,950 2,9jO 3,900 3,090 810 -140 
-----------------------
2.0 11. 4 5. 0 137.0 7.6 34.2 226 1,070 990 2,990 2,990 3,980 3.160 820 -170 
------------------- ---
2.5 14.3 6.5 13 .5 .0 36. 0 238 1,130 1,040 3,040 3,010 4,080 3,240 40 -200 
-------------------- ---
3,070 4,140 3,290 850 -220 
3.0 17.1 7.5 139.5 .3 36. 9 244 1,150 1,070 3,070 3,190 1,380 3,510 870 -320 
- ---------------- - - - - - --
3.5 20. 0 9.0 141. 0 .6 38.7 256 1,210 1,130 3, 130 3,270 4,540 3,660 880 -390 
-------------------
4.0 22.8 10.5 142.5 9.0 40.5 268 1,270 1,150 3,150 3,320 4, 640 3,750 890 -430 
-----------------[-
4.5 25.7 11.5 143.5 9.3 41.9 277 1,310 1,210 3,2\0 3,410 4,820 3,910 910 -500 
----
--- - -------
3,490 4,980 4,050 930 -560 
5.0 28.5 13.0 145.0 9.6 43.2 26 1,350 1,270 3, 270 3,590 5,180 4,230 950 -640 
-----
--------------- ---
5. 5 31. 4 14.0 146. 0 9.8 44.2 293 1,390 1,310 3,3\0 3,700 5,400 4,420 90 -720 
-----
--------------- ---
6.0 34.2 15.5 147. 5 9.9 44.6 295 1,400 1,350 3,350 3,780 5,560 4,560 1,000 -780 
-----
------------------
6.5 37.1 17.0 149.0 9.7 43.6 289 1,370 1,390 3,390 3,890 5. 780 4,760 1,020 -870 
--
---------------- ---
3,960 5,920 4,890 1. 030 -930 
7.0 39. 9 18.0 150.0 9.5 42.8 2 3 1,340 1,400 3,400 4,040 6,080 5,030 1,050 -990 
------
---------------
7.5 42. 8 19.5 151. 5 9.1 40.9 271 1,280 1,370 3,370 4,090 6,180 5,120 1,060 -1,030 
--
--------------------
8.0 45.7 20.5 152.5 8.7 39. 2 260 1,230 1,340 3,340 4,120 6,240 5, 180 1,060 -1.060 
----
------------------
8.5 48.5 22.0 154.0 .2 36.9 244 1,160 1,280 3,280 4,150 6,300 5,230 1,070 -1,00 
-----r-------------- ---
4,160 6,320 5, 250 1,070 -1.090 
9. 0 51.4 23. 0 155. 0 7.7 34.7 230 1,090 1,230 3,230 4,220 6,4-10 5, 360 1,0 0 -1,140 
----
--------------- ---
9. 5 54.2 24. 5 156. 5 7.0 31.5 209 990 1,160 3,160 4,190 6,380 5,310 1,070 -1,120 
--------------------
10.0 57.0 26. 0 15 .0 6.3 28.4 188 890 1,090 3,090 4,150 6,300 5,240 1,060 -1,090 
-------------------
10.5 60.0 27.0 159.0 5.8 26.1 173 820 990 2,990 4,070 6,140 5,090 1,050 -1,020 
----------------------
3,~~~ 5,960 4,930 1,030 -950 
11.0 62.8 28.5 160.5 5. 2 23.4 155 730 890 2,890 4,030 6,060 5,020 1,040 -990 
-
11.5 65.6 29.5 161. 5 4.8 21. 6 143 680 820 2,820 3, 940 5,880 4, 850 1,030 -910 
----
---------------
12.0 68. 5 31.0 163.0 4. 2 18.9 125 590 730 2,730 3,820 5,640 4,640 1,000 -820 
--------------------
12.5 71.3 32. a 164. a 3.8 17.1 113 540 680 2, 680 3,680 5,380 4,410 970 -730 
--
---------------------
3.2 14.4 95 450 3,540 5, a 0 4,140 940 -600 
13. a 74.2 33. 5 165.5 a 0 0 a 590 2,590 3,580 5,160 4,210 950 -630 
- -----
~
--- - -----
13.5 77.0 34.5 166.5 a a a 0 540 2, 540 3,450 4,900 3,970 930 -520 
------------ - --------
450 2,450 3,270 4,540 3; ~~o 0 -390 14.0 79.9 36.0 168.0 0 0 a 0 0 2, 000 2,820 3,640 2, 60 780 -40 
------
---------------
14.. 5 82.8 37.5 169.5 0 0 0 0 0 2, 000 2,730 3,460 2,700 760 +30 
--' -----------------
15. 0 85. 6 38. 5 17u.5 0 u u 0 0 2,000 2,600 3,200 2, 480 720 +120 
------ - ---------- ---
15.5 .4 40.0 172.0 0 0 0 0 0 2, 000 2,470 3,010 2, 330 710 +140 
------- - --- - --
-----0 - - -16.0 91. 3 41.0 173.0 0 0 0 0 2,000 2, 000 2,000 1,450 550 +550 
APPENDIX III 
SAMPLE CALCULATIONS FOR DETERMINING CRITICAL INJECTION TUBE DIAMETER AND LOSSES IN TUBE 
As an example, consider the fuel inj ection pump 
already under consideration. Let V equal 0.0079 in. 
per degree, approximately the average value for V 
from Figure 5. Let the discharge orifice be 0.020 in. 
in diameter, 0.000314 sq. in. in area, with a discharge 
coefficient of 0.94. In order to determine the value 
of J.L the pressure of the fuel must be determined. 
This pressure is obtained from equation (2) . 
18 (AnV)2p 
p,,, = (ac)2 (2) 
= 18 (0.0985 X 750 X 0.0079)2 X 0.795 X 10-4 = 5600 lb 
(0.0003 14 X 0.94)2 ,. 
per sq. m. 
Having determined the value of p, the value of J.L is 
determined from a pressure-viscosity curve. Figure 
28 shows the pressure-viscosity curve obtained by 
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FIGURE 28.-Etrect of pressure on viscosity of fuel oil 
Hersey (reference 20) for Diesel oil with a aybolt 
Universal viscosity of 45 seconds at 80 0 F. and at-
mospheric pressure. The viscosity at 5,600 lb. per 
sq. in. pressure is 0.130 poise, that is, 0.130 dy ne 
cm.- 2 sec. This must be converted into the English 
system. The process is 
_ 0.130 dyne sec. cm. -2 X 981 -2 
J.Lg- 981 dyne g. 1 cm. sec. 
=0.130 g. cm.- l sec.-I 
0.130 g. cm.-I sec.-I X 2.54 cm. in.-I 
454 g. lb . 1 
= 0.000728 lb. in. - I sec.- I 
The kinematic viscosity is obtained from 
J.L J.Lg 0.000728 lb. in.-I sec.- I 
v- - :::c--
- p 'Y - 0.0307 lb. in. 3 
= 0.0237 in.2 sec.- I 
The critical velocity at 750 r. p. m. is obtained from 
equation (45) 
2,000 X O.0237 in.2 sec. - I 
Vk= Din. 
_ 47.4 . -I 
- ---rJ m. sec. 
which expresses Ilk as a function of the injection tube 
diameter. In the case under consideration 
D _6nVA 
k - 500v7r 
4500 X 0.0079 X 0.0985 
7r X 500 X 0.0237 
= 0.094 in. 
(46) 
Expressed as a function of pump speed equation (46) 
becomes 
D - 6n X 0.0079 X 0.0985 
k - 500 X 7r X 0.0237 
= 2.99 X 1O-5n 
I n Fgure 29 the effect of the pump speed on the critical 
inj ection tube diameter is shown, and it is seen that the 
maximum value of Dk occurs at 600 r . p. m. 
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FIGURE 29.-ElIect of pump r. p. m. on critical injection tube diameter 
For the pump speed of 750 r. p. m. the effect of injec-
tion-tube diameter on the friction loss is obtained as 
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follows: The average velocity through the injection 
tube is expressed by the relationship 
7[" 0 2 A "4 .354 
Vlm=- 6nV= X 6 X 750 X O.0079 
~D2 ~D2 
4 4 
_ 4.46 . -1 
- D2 In. sec. 
where D is in inches. The coefficient of friction is 
obtained from equation (48). Substituting the values 
obt ained in the previous equations 
(
4.46 1 )-0'35 f = 0.00714 + 0.6104 D2 D 0.0237 
= 0.00714 + 0.6104 C~·3) - 0· 35 
The value of j is determined for each value of D. 
The average value of VI expressed as a func tion of 
D is substituted in equation (47 ) which becomes 
=jL(4. 46)2~ : p D2 2D 
The coefficient j is dimensionless because it is a func-
tion of Reynolds umber . Substituting the dimen-
sions of the factors 
_ .. 2 _2lb.in.-3 P - In. In. sec. · 2 • 
In. sec. In. 
= lb. in.- 2 
Substituting the values already determined and 
assuming an inj ection tube 34 inches in length 
f x 34 X 19.9 X 0.0307 
P= 2 x D5x 386 . 
= O. ~569 [0.00714 + 0.614 e8~.3) -0.35J 
The curve of this equation, together with the values 
of Vm and Vk are shown in Figure 30. It is seen that 
Vk and Vm intersect at an inj ection tube diameter of 
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FlGU RE 30.-Effect of injection tube diameter on pressure losses, maximum 
velocity, and critical velocity. Orifice d iameter=O.020 inch; pump 
speed=750 r. p . m. ; t ube length=33.75 inches 
0.094 inch. The figure shows the high pressure losses 
that can occur in the inj ection tube for small tube 
diameters. 
APPENDIX IV 
WORK OF OTHER INVESTIGATORS 
Work of Matthews and Gardiner (r.eference 27).-
Matthews and Gardiner investigated the inj ection 
characteristics of an impact pump by means of spray-
ing the fuel onto a target attached to the flywheel of 
the engine. They claimed that this type of pump 
would give injection characteristics that were inde-
pendent of engine speed because the discharge was 
controlled by the return of the pump plunger when 
-$--W---
- Valve c ages 
__ Spacer 
--- p/ung er 
-'0_ 
FIGURE 3L-Fuel pump used by Matthews 
released by a cam with a radial drop. Their result 
showed that the time of inj ection for a constant troke 
decreased with an increase in the discharge-orifice 
diameter. This was due to the lower end-pressure of 
injection, and is in accord with the results presented 
in this report. They found that the discharge interval 
decreased with an increase in valve opening pressure, 
and correctly attributed it to the additional time 
necessary to build up the pressure in the injection tube 
to the valve opening pressure. They also found that 
for a given valve opening pressure the injection lag 
increased with an increase in discharge-orifice area. 
This is rather difficult to explain, unless with the 
larger orifices the initial discharge was not of suffi-
cient intensity to record on the paper targets. 
Matthews and Gardiner's attempt to design an injec-
tion system that was independent of engine speed 
is interesting. The chief difficulty with the sys-
tem they suggested would lie in the pump plunger 
not returning under its spring force entirely, but 
being affected by the cam follower overtraveling 
the drop of the cam at the high speed. Further-
more, the cam would be subj ected to severe 
impact loads. 
Work of Matthews (reference 28. )-Matthew 
investigated the spray characteristics of a cam-
operated variable stroke pump (fig. 31) by means 
of spray targets. He found that the maximum 
injection pressures varied with pump r. p. m. 
Matthews did not u e a check valve at the 
entrance to the injection tube, since he believed 
that it would restrict the fuel flow. This belief 
is not in accordance with the results presented in 
this report. Matthews stated that any pressure 
waves caused by the initial impact of the cam 
against the cam follower were probably di -
ipated. Actually, in his injection system, in 
which there was an initial clearance between 
the cam and the cam follower, there were prob-
ably pressure waves of a rather violent nature. 
He noted secondary discharges and attributed 
them to the bouncing of the stem. He recorded 
a light increa e in injection lag with injection 
valve opening pressure. :Matthews correctly 
attributed discharge that took place after the 
pump plunger had pa sed through the top center 
of its stroke to the compre sibility and elasticity 
of the fuel. The time lag of injection that 
Matthews obtained shows that his injection was 
probably more of a wave phenomenon than a 
displacement phenomenon. The lag (fig. 32) is 
virtually independent of engine speed, varying from 
0.0013 second to 0.0012 second for a speed range from 
600 to 1,600 r. p. m. ince the time lag remained 
virtually independent of engine speed over the range 
investigated, the start of injection at lea t was appar-
ently controlled by the ela ticity and inertia of the 
fuel and not by the rate of displacement of the pump 
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plunger. Matthews attributed too many of the 
characteristics that he observed to the motion of the 
automatic injection valve stem. The apparent time 
interval between the start of injection and the high 
rate of injection, which he based on the opening 01 the 
inj ection valve, is probably due more to the pressure-
wave phenomenon such as is observed in FigUTe 19. 
As he has stated, investigations with spray targets 
must be supplemented by additional research on the 
rates of discharge from the injection valves in order to 
interpret fully the target data. 
40 J 1 I 1 .1 J·2 I _ ~ J ~ Contac t of rocker arm w(th pump plunge:;.-
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FIGURE 32.-ElIect of r . p. m. on time Jag of jet. Two orifices 0.022 inch; vah'e 
opening pressure=l,OOO lb./sq. in.; primary pressure=225lb'/sq. in . 
Work of Hicks and Moore (reference 29).-Hicks 
and Moore, by means of an oscilloscope, investigated 
the spray characteristics of the same variable-stroke 
fuel pump tested by Matthews. Their data, however, 
are for a constant fuel quantity and not constant stroke 
so that the data are difficult to interpret. They 
recorded a negative injection lag (fig. 33) at speeds over 
40 
!-- j..---
f-:' .1 Cut,off 
:--. :--I--f--
--Heavy 
spray 
~ 
-
A--... 
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L /~hl_ ........... r-·Stort 
.............. 
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r----... spray 
I"-. 
Start of pump plunger ........... 
r.,.5fart _stroke as determIned I 
40 
flom ibarl'i791 o vel " el9lnl 'IJec!,on 
400 800 1200 1600 2000 
Speed, r.p.m. 
FIGURE 33.-ElIect of engine speed on injection lag, spray characteris, 
tics, and duration of injection. Orifice diameter=0.025 incb; fuel 
quantity constant at 2.5XlO-·lb'/cycle; valve opening pressure=6,OOO 
lb./sq. in, 
1,300 r. p. m . Matthews did not record negative lags 
even at. speeds a high as 1,600 r. p. m. By means of 
the osc.illoscope HickE:: and Moore found that the pum p 
cam had become irregular because of exces ive u c; 
consequently, the rocker arm left the cam at higb 
speeds, causing it to strike the pump plunger at an 
earlier position than that obtained from barring the 
engine over. 
Work of Joachim.-During the process of the devel-
opment of the N. A. C. A. single-cylinder pump for use 
on the N. A. C. A. Universal test engine, Joachim 
recorded the injection lag by means of spray targets. 
The injection pump that he employed was eccentric-
operated. The injection valve has been described in 
reference 25 . He found that the injection lag increased 
with the injection valve opening pressure (fig. 34) but 
that at a valve opening preSSUTe of 2,750 lb. per sq. in. 
the ClU've became discontinuous. At opening pres-
SUTes above this the lag curve, while remaining parallel 
to the original portion of the ClU've, was offset from it. 
At the lower valve opening pressures the initial pres-
sure waves from the pump were apparently sufficient 
to open the injection valve, but the maximum intensity 
of this wave was 2,750 lb. per sq. in. Consequently, 
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FIGURE 34.-EfIect of valve oponing pressure on injection lag. Pump speed= 
750 r. p. m.; tube lengtb=44 incbes; inside diameter=0.125 incb; outside 
diameter=0.250 inch; primary pressure=2QO lb ./sq. in . 
when a higher valve opening pressure was used, the 
injection valve did not open until a reenforced wave 
reached it. 
Work of Alexander (referenc e 21 ).-Alexandel' 
recorded the instantaneous pressures in a fuel injection 
system by means of a Hopkinson optical indicator, and 
the motion of the injection valve stem by means of a 
Cosby indicator. The pump test.ed is shown in Figure 
35. The load control was obtained by meEtns of the 
spill valve which by-passed a portion of the fuel during 
the injection. Alexander investigated the effect of 
valve opening pressure and load on the pres Ul'es in 
the injection system. He found that increasing the 
valve opening pressure increased the injection preSSUl'es 
throughout the injection period. (Fig. 36.) Thi is in 
accord with the mathematical analysis and the exper-
imental work pre ented in t.his report. He also found 
! 
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that because of the compressibility of the fuel t.he pres-
sures did not reach the maximum pressure of 2,000 lb. 
per sq. in. as given in equation (2) of this report unless 
The eft' ec t of load on the instan taneous pressures wi th 
the type of pump he employed is shown in Figure 37. 
It is seen that as the load decreased, the instantaneous 
, 
, 
1 
Suction 
Delivery- - --
c 
FIGURE 35.-Fuel pump used by Alexander 
the valve opening pressure exceeded this amount. 
When this was so, the pressure dropped steadily after 
the injection valve opened. Alexander correctly con-
pressures, after injection started, decreased at a more 
rapid rate because of the fuel quantity by-passed 
through the spill valve. The use of the spill valve as 
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eluded that the injection characteristics of an injection 
system can be materially altered by changing the ill-
jection valve opening pressure. 
a load control is the same as the use of a variable-stroke 
pump for load control. In each case, the instantaneous 
in jection pressures, and, consequently, the fuel atomi-
l 
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zation and di tribu tion vary with the load. Conse-
quently, the type of combustion in the combu tion 
chamber of the engine will vary with load. This 
constitute the chief objection to the variable-stroke 
injection pump. 
2500 
both types. (Fig. 38.) It is not stated how the data 
were obtained. He states that with an open nozzle 
when cut-off occurs the fuel under pres ure in the fuel 
injection line continues to discharge th.Tough the dis-
charge orifice until the pressure has reached the pres-
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Work of Wild (reference l ) .- In a paper presented 
before the Society of Automotive Engineers, Wild ha 
given a discussion of the operation of various types of 
fuel injection pumps. He correctly states that the 
instantaneous pressures delivered by a fuel injection 
pump are less than the values obtained by equating 
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the rate of displacement at the fuel pump to the rate 
of discharge through the discharge orifice because of 
the compressibility of the fuel, but he does not con-
sider methods of correcting for the compressIbility. 
He presen ts a comparison of open and closed nozzles 
and gives data on the instantaneous pressures with 
sure in the combustion chamber. This is correct, but 
ince most of the fuel under press w'e will flow out 
through the by-pass valve of the pump, the rate of 
pressure drop will be extremely rapid, as was shown in 
reference 1 , and only a small part of the fuel left 
under compression will continue to discharge through 
the discharge orifice. The case that Wild cites com-
pares to the case presented in this report where it is 
considered that there is a by-pass valve at the entrance 
to the injection tube which closes instantaneously 
when cut-off occurs. As has been pointed out, this is 
an extreme condition and will not occur in practice, 
because the check valve does not close instantaneously. 
Wild concludes that the fuel \Tolume under pressure 
should be as small as possibl. The present investi-
gation ha hown that injecLion tubes for small high-
speed engines can be as long as 30 to 40 in. without 
presenting any disad\Tantages to the injection of the 
fuel, and that it is more important to employ a tube 
diameter sufficiently large to insure laminar flow 
through it, than it is to decrease the fuel volume under 
pressure to a minimum. Wild has correctly stated 
that the speed of the injection pump materially affects 
the inj ection pressure and the atomization and dis-
persion of the fuel jet. He states that to compensate 
for this variation it is necessary to employ injection 
pressures at high speeds considerably higher than are 
necessary for good atomization. This is, at best, a 
compromise method that must result in the inj ection 
characteristics being correct for only one speed. For 
constant-speed operation this will prove satisfactory, 
I 
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but for variable-speed operation either a variable-
velocity-cam pump with a constant time of injection, 
an injection system similar to that described by the 
author in reference 18, or a system similar to that 
described by Rosen in reference 30, in which the initial 
opening of the injection valve is cam-controlled, will 
probably prove more satisfactory. Wild's value for the 
compressibility of fuel oil, 0.0001 part of the original 
volume per atmosphere, gives a value of 147,000 lb. 
per sq. in. for the bulk modulus. This value is prob-
ably too low. Hersey gives a value of 284,000 lb. per 
sq. in. (reference 20) chosen from the values for fuel 
of similar properties, and Alexander (reference 21) 
determined the value experimentally to be 296,000 
lb. per sq. in. 
Work of Gerrish and Voss (reference 32).- Gerrish 
and Voss have done some preliminary work at the 
Langley Memorial Aeronautical Laboratory on the 
rates of fuel discharge from an automatic injection 
valve. The injection valve and the fuel pump were 
the same as employed by Spanogle and Foster (refer-
ence 6) in their investigation on the effect of multi-
orifice nozzles on engine performance. The apparatus 
that Gerrish and Voss employed was similar to that 
used by De Juhasz. (Reference 31.) The method 
consisted of intercepting the fuel discharge from the 
injection valve for an interval of 0.5° rotation of the 
fuel pump. The results, though brief, are extremely 
interesting. The start and stop of the fuel spray 
from the injection valve was also observed with an 
oscilloscope. (Reference 29 .) Figure 39 shows the 
total displacement of the pump plunger and also the 
rate of displacement obtained by drawing tangents to 
the total displacement curve. FiguTe 40 hows the 
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FIGURE 39.-Displacement curves for fuel pump used by Gerrish. Injection valve 
opening pressure=3,OOO lb.fsq. in.; pump speed=750 r. p. m.; total area of dis-
charge orifices=0.01l3 sq. in.; injection tube diameter=O.l20 in.; injection tube 
length=36 in.; by-pass valve closes at 60 ; by-pass valve opens at 41.50 
start and stop of injection as measured with the oscillo-
scope, the rate of discharge from the injection valve 
measured with the apparatus, the rate of discharge 
computed according to the Allievi theory, and the 
record of the movement of the stem of the automatic 
injection valve. The curve shows that there was no 
appreciable discharge until 10° after the start of injec-
tion. The discharge before this time, though plainly 
visible with the oscilloscope, was barely sufficient to 
be measured. The rate of discharge increased rapidly 
from 34 to 45 pump degrees. At this point, cut-off 
occurred and the discharge dropped to a small amount, 
and dwindled to zero . The motion of the injection 
valve stem was recorded by the same method as shown 
in F igure 6. Because of the light spring used in the 
injection valve it was necessary to limit the lift of the 
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i"lGURE 40.-Injection valve opening pressure=3,OOO lb./sq. in.; pump speed 
=750 r. p. ill.; total area of discharge oriilces=0.01l3 sq. in.; injection tube 
diameter=O.l20 in.; injection tube length=36 in.; by-pass valve closes at 
60 ; by-pass valve opens at 41.50 
stem to 0.20 in. in order to prevent oscillations of the 
stem that would open and close the injection valve 
during the injection period. Consequently, the record 
can not be used for a pressure analysis. The stem 
movement record was not synchronized with the rate-
of-discharge data. It is seen, however, that the period 
during which the injection valve remained opened 
corresponds closely to the period during which there 
was an appreciable discharge from the injection valve. 
The afterdischarge apparently took place during the 
bouncing of the stem. An explanation of the fact that 
the oscilloscope showed a discharge from the injection 
valve, even though no lift was recorded on the stem, is 
found in the rate of displacement of the fuel pump and 
in the instantaneous pressures computed according to 
the Allievi theory. (Table X.) The primary pressure 
maintained in the injection tube between injections 
was 150 lb. per sq. in. There was no check valve 
between the pump and the .injection tube. At the 
po.int ill the plunger stroke at which the by-pass valve 
closed, the plunger was moving at a velocity that was 
not sufficient to maintain either the injection valve 
opening pressure (3,000 lb. per sq. in.) or the injection 
valve closing pressure (1,600 lb. per sq. in.). Conse-
quently, the injection valve did not open until there 
was sufficient pressure on the stem to equal the valve 
opening pressure. This opening occurred between 
39 .4° and 40.8°, Table X. There was, however, 
sufficient leakage through the injection valve before 
this time so that a spray was formed which was suffi-
cient to be observed by the oscilloscope but was 
scarcely sufficient to be weighed. A comparison of the 
computed and measured rates of discharge shows a 
close agreement, particularly for the time at which the 
main discharge started and the time at which it stopped. 
r 
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TABLE X 
COMPUTATION OF PRESSURES F OR RATES OF DISCHARGE SHOW IN FIGURE 40 
1 2 3 4 5 
6 I 7 9 10 11 12 
- - - -
t t t v. "I F(t) F(t-L/.) P.+ P.+SPVI ,_L /. 1)1; +2SPDI,_L/. P' L /s deg . deg. (in./deg.) in./sec. Ib./~~V in . Ib ./sq. in. l'(t - L/s) Ib./sq . in. - w sec. total xlO' Ib./sq. in . Ib./sq. in. Ib./sq. in. 
- - -- ------
0 0 6.0 0.10 39.7 188 0 150 150 150 150 
---- ------------------------------
. 5 1.5 7.5 . 10 39. 7 188 0 150 150 150 150 
---- ------------------------
1.0 2. 9 . 9 .10 39.7 188 188 350 350 550 550 200 
----
1.5 4.4 10.4 . 10 39.7 188 188 350 350 550 550 200 
--
5.8 
---~ 2. 0 1l.8 .10 39. 7 188 350 350 550 550 200 
2. 5 7. 3 13. 3 .10 39.7 188 ~ 350 350 550 550 200 
----
3. 0 .7 14.7 . 10 39.7 188 188 350 350 550 550 950 550 950 200 
---- ~ 3. 5 10.2 16.2 . 10 39. 7 188 350 350 550 550 950 550 950 200 
---- ~ 4.0 11.6 17.6 . 10 39. 7 188 350 350 550 550 950 550 950 200 
---- ~ 4.5 13.1 19.1 .10 39.7 188 350 350 550 550 950 550 950 200 
----
5.0 14. 5 20.5 . 10 39.7 188 188 350 350 550 550 950 550 950 200 
- --
5.5 16.0 22.0 .10 39.7 188 188 350 350 550 550 950 550 950 200 
---- ---------------------
------
6. 0 17.4 23.4 . 10 39.7 188 ~ 350 350 550 550 950 550 950 200 
---- ------------
------------
6.5 18. 9 24.9 . 10 39.7 188 1 8 350 350 550 550 950 550 950 200 
-- ------------------
------------
7.0 20.3 26.3 . 11 43. 7 207 188 350 350 550 550 950 550 950 200 
-- ------------------
------------
7.5 21. 8 27. 8 . 15 59.5 282 188 350 350 550 550 950 550 950 200 
-- ------------------------
8.0 23.2 29.2 . 20 79.4 371 207 350 350 550 550 950 550 950 200 
,- ------------------------------
8.5 24.7 30. 7 . 29 115. 2 545 282 450 450 650 750 1,150 750 1,150 300 
---- ------------------------------
9. 0 26.1 32.1 .39 155. 0 734 371 500 500 700 850 1,250 850 1,250 350 
---- ------------------------------
9.5 27.6 33.6 . 52 207.0 9 0 545 700 700 900 1,250 1,650 1,250 1,650 550 
---- ------------------------------
10. 0 29.0 35. 0 .70 27 . 0 1,315 73-1 900 900 1,100 1,650 2,050 1,650 2,050 750 
f----- ------------------------------
10.5 30.5 36.5 . 90 3 .0 1,695 9 0 1,050 1,050 1,350 1,950 2,550 1,950 2,550 900 
f----- ------------------------------
11.0 31. 9 37. 9 1.13 449.0 2,125 1,315 1,450 1,450 1,800 2,750 3,450 2,750 1,850 1,300 
f----- ------------------------------
lJ.5 33.4 39.4 1. 38 548. 0 2,595 1,695 1,850 1,850 2,400 3,550 4,650 1,900 2,650 
f---
34.8 
--------------.----------------
12.0 40. 8 I. 63 647.0 3, 060 2, 125 2,300 2,300 3, 050 4,450 5,950 2,500 3,650 
------------------------------
12. 5 36.3 42.3 a 0 a 2,595 2,750 2,7£0 3,650 5,350 7,150 3,200 4,650 
---- ------------------------------
13. a 37. 7 43.7 0 0 a 3, 060 3, 200 3,200 4,000 6,250 50 3,850 5,800 
I 
Work of Gasterstadt (reference 33) .- Gasterstadt 
h as published some interesting information r elative 
t o the inj ection system of the Junkers-Diesel aircraf t 
engine. The inj ection sys tem consists of four injec-
t ion valves and two inj ection pumps. Each pump 
supplies fuel to two valves. T he pumps have the 
same method of fuel control as that illustrated in 
Figure 4. Open nozzles are employed, and a b811-
check valve is mounted between the pump and the 
short inj ection tubes. He has correctly stated th at 
t he degree of atomization of the fuel spray increases 
\\ . th a decrease in the size of the discharge orifice. 
(h eference 17.) The use of short tubes is recommended, 
since, according to Gasterstadt, it causes the resistance 
to flow to be small and minimizes after-dribbling. 
T he present investigation has shown that the r esist ance 
to flow can be made negligible by the use of the correct 
inj ection tube diameter, even though the inj ection tube 
is of sufficient length to p ermit the mounting of the 
fuel pumps in a single unit instead of mounting each 
fuel pump as close to the combustion chamber as 
possible, as is the case in the Junkers engine. It 
is possible that after-dribbling may be more marked 
with long inj ection tubes, if the check valve at the 
entrance to the inj ection tube closes instantaneously. 
However , the work of the author on the common-rail 
system (reference 18), has shown that even with an 
inj ection tube 70 in. in length the drop of pressure at 
the discharge orifice is extremely rapid when cut-off 
occurs. In fact, the rate of pressure drop was shown 
to be virtually independent of the inj ection tube length 
for tubes from 13 in. to 70 in. in length. These results 
showed that the effect of inj ection tube leng th on 
after-dribbling has been overestimated. 
Gasterstadt has measured the maximum recorded 
inj ec tion pressures at the inj ection pump and at the 
discharge orifice for various speeds and loads . His 
results are shown in Figure 41. It is noticed th a t the 
maximum inj ection pressures recorded at the fuel 
pump vary as the 1.64 power of the engine speed at 
full load and as the 1.60 power at half load. (Com-
pare with equation (2).) Consequently, as has been 
HYDRAULICS OF FUEL INJ ECTION P UMPS FOR COMPRESSION-IGNITION ENGINES 47 
stated before, the rate of spray penetration and the 
spray atomization both vary with engine speed. 
With the Junkers injection system, it is also noted 
that there is an appreciable pressure drop between the 
fuel pump and the discharge orifice. 
This may be caused either by pressure- .020 
wave phenomena or by resistance to flow .015 
in the injection tube. ..c: 
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has presented experimental records 
of the lift of an automatic injection 
valve stem, together with an analysis FIGURE 42.- Injection valve stem record as recorded and assumed pressure 
of the instantaneous pressure occur-
ring at the discharge orifice of the injection valve. 
The record he obtained is shown in Figure 42. His 
analysis is based on the assumption that the compressi-
bility of the fuel is negligible. He states that as 
the injection valve stem starts to rise the volume of 
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F,GURE 41.-Effect of engine r. p. m. on maximum injection pressures fOT Junkers 
aircraft Diesel engine 
fuel around the stem is increased and the fuel pressure 
drops. This continues until the stem having reached 
its maximum lift starts toward the seat again, actually 
present work, this is not the case. In the first place, 
any analysis based on the assumption that the fuel 
is not compressible is fundamentally in error. In 
practice the additional volume in the injection valve 
caused by the lift of the valve stem is too small to 
affect the pressure conditions. The conditions shown 
in Figure 42 indicates that the stem lift of the injection 
valve was not sufficiently limited and consequently 
the same phenomenon occurred as is shown in Figure 
10, in which ·the rate of pressure rise was sufficiently 
great to cause the valve stem and spring to oscillate 
at the free period of the system. This does not result 
in the pressure at the discharge orifice dropping to zero, 
unless the size of the injection valve stem is out of 
proportion to the rest of the injection system. Figure 
10 shows that the maximum pressure may occur at 
the maximum stem lift which is contrary to the 
assumed pressure diagram given by the investigator. 
(Fig. 42.) If detrimental oscillations of the injection 
valve stem do occur, they can be eliminated by stop-
ping the stem at a lift which is less than that which 
the injection pressures will impart to the stem, as is 
the case in Figure 40. 
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Positive directions of axes and angles (forces and moments) are shown by arrows 
Axis Moment about axis Angle Velocities 
Force 
(parallel Linear to axis) Sym- Sym- Positive Designa- Sym- (compo-Designation bol symbol Designation bol direction tion boi nent along Angular 
axis) 
LongitudinaL __ X X rolling _____ L Y----+ Z rolL _____ <P u P LateraL _______ Y Y pitching ____ M Z----+ X pitch _____ (J v q NormaL ______ Z Z yawing _____ N X----+ Y yaw _____ 
'" 
w r 
I 
-
Absolute coefficients of moment 
L M N 
01= qbS Om= qcS 011.= qbS 
Angle of set of control surface (relative to neu-
tral position), ~. (Indicate surface by proper 
subscript.) 
4. PROPELLER SYMBOLS 
D, Diameter. P, Power, ab olute coefficient Op= fy · p, Geometric pitch. pn 
plD, Pitch ratio . Os, ~5 17' Inflow velocity. Speed power coefficient= Pn,2' , 
y., Slipstream velocity. 7], Efficiency. 
T, Thrust, absolute coefficient OT= ~D4 n, Revolutions per second, r. p. s. pn 
<P, Effective helix angle = tan-1 (.g;:'1/,) 
Q, Torque, absolute coefficient OQ= 9D5 pn 
5. NUMERICAL RELATIONS 
1 hp=76.04 kg/m/s=550 lb./ft./sec. 1 lb. = 0.453;1924277 kg. 
1 kg/m/s=0.01315hp 1 kg=2.2046224 lb. 
1 mi./hr.=0.44704 m/s 1 mi.=1609.35 m=5280 ft. 
1 m/s = 2.23693 mi./hr. 1 m = 3.2808333 ft. 
